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1. General 
 
Users must comply with this manual's safety precautions and warnings to maintain the C4E sensor's 
good working order. The measuring system must only be assembled, electrically connected, 
activated, operated, and maintained by authorised specialist personnel. 
Trained personnel must be familiar with and comply with the instructions in this manual. 
Make sure the power supply complies with the specifications before connecting the device. 
A clearly labelled power switch must be installed near the device. 
Check all connections before turning the power on. 
Please do not attempt to use damaged equipment: it may represent a hazard and should be labelled 
as faulty. 
 
Repairs must only be done by the manufacturer or AQUALABO's after-sales service department. 
 
Marking on the body of the sensor: 
The marking on the sensor's body indicates its serial number (for traceability) and the LOGO CE. 

 
 

 

                                 1                        2   3 
 
 

1   Datamatrix (contains the serial number) 

2 
  Serial number C4E sensor: SN-PC4EX-YYYY 
  X: version YYYY: number 

3   CE mark 
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2. Characteristics 
 

2.1. Technical Characteristics 
 
The technical characteristics can be modified without advance notice. 
 

Conductivity 
Measure principle Conductivity sensor with four electrodes (2 graphite, 2 platinum). 

Measure ranges conductivity 

0 - 200.00 µS/cm 
0 - 2000.00 µS/cm 
0 - 20.00 mS/cm 
0 - 200.00 mS/cm 

Resolution 0.01 to 1, according to the range 

Accuracy 
±1 % of the full range 
Beyond 100 mS/cm, use an appropriate buffer solution 

Measure range salinity 5-60 g/Kg 

Measure range TDS -KCl 0-133 000 ppm 

Temperature 
Technology NTC 

Range 0.00 °C to + 50.00°C 

Resolution 0.01 °C 

Accuracy ±0.5 °C 

Response time < 5 s 

Storage temperature -10°C to + 60°C 

Response time < 5 s 

Maximum refreshing time Max < 1 s 

 

Sensor 
Dimensions Diameter: 27mm; Length: 177mm 

Weight Stainless steel version 350g (sensor + cable 3 m) 

Wetted material 
Body: PVC body + DELRIN NTC: stainless steel  
Electrodes: platinum, graphite 
Cable: polyurethane jacket Steam gland: Polyamide 

Safeway 
The four electrodes are sensitive to deposits (some fat, 
hydrocarbons, biofilm, and mud) 

Maximum pressure 5 bars 

IP classification IP68 

Connection 
Nine armoured connectors, polyurethane jacket, bare-wires or 
waterproof Fisher connector 

Sensor cable 
Standard: 3, 7, and 15m (other lengths on request). Maximum: 
100m. Up to 100 m with junction box. 
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Communication and Power Supply 
Signal interface Modbus RTU RS-485 and SDI-12 

Power requirements 
5 to 12 volts for cable 0 - 15 m 
7 to 12 volts for cable >15 m 
Max. 13.2 V 

Consumption 

Standby 25 µA @ 12V 
Average RS485 (1 measure/ second): 10mA Average  
SDI12 (1 measure/ second): 10mA  
Peak Current: 500mA for 10mS per measurement 
Warmup time: 100mS 
Protection against the inversions of polarity 

 
 
 

2.2.  CE compliance 
 
Pursuant to the article 11 of the directive 89 / 336 / EEC relative to the electromagnetic compatibility. 
 
We declare that the digital sensor of the range DIGISENS sensor C4E was tested and declared in 
compliance with the European standards: 
 
Standard tests: EN 61326-1 edition 2013  
Emission - EMC EN 55022 Class B 
Immunity RF EMF - EN 61000-4-3 A 
                                  EN 61000-4-2 B 
                                  EN 61000-4-6 A 
                                  EN 61000-4-4 B 
Radiofrequency disturbances: EN 55011B 
 
The product is composed of: 

1. one probe 
2. Ponsel’s cable 

 
EN 61000-4-5 Not concerned for sensors with a cable lower or equal to 30 M 
 
Commercial name: DIGISENS range 
 
Manufacturer: 
AQUALABO 
90 Rue du Professeur P. Milliez 
94506 Champigny-sur-Marne, FRANCE 
Tel.: +33(0) 1 55 09 10 10 
 
Responsible UE: 
AQUALABO 
90 Rue du Professeur P. Milliez 
94506 Champigny-sur-Marne, FRANCE 
Tel.: +33(0) 1 55 09 10 10 
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3. Description 

 
3.1. Product Overview 

 
The four-electrode sensor uses an alternating current of constant voltage established between a 
primary pair of graphite electrodes. The secondary platinum electrodes regulate the voltage imposed 
on the primary electrodes to reflect the fouling. The voltage measured between the primary electrodes 
is a function of the resistance between them and, consequently, the conductivity of the solution. 
 
The C4E sensor offers the following advantages: 

 Low operating costs due to reduced maintenance work (no electrolyte changes) 
 Greater calibration intervals due to low drift behaviour 
 No polarisation voltage is required  
 High measuring accuracy, even for low concentrations  
 Rapid response times 
 No minimum inflow (no oxygen consumption) 

 
The sensor features excellent interference immunity thanks to the integrated preamplifier and digital 
signal processing. The measured value for conductivity is automatically compensated with the 
temperature and transferred without interference to the connected display unit and controller via a 
digital interface. The sensor also includes a logbook containing the last ten successful calibrations in 
the form of a ring buffer. 
 

3.2.  Applications 
 
The compact and robust DELRIN sensor is particularly well suited to the following typical areas of 
application: 

 Industrial and municipal sewage treatment plants 
 Wastewater management 
 Surface water monitoring 
 Drinking water monitoring 
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3.3.  Construction and Dimensions 
 

1 2                      3                                                   4                      5 
 

1. PT100 Temperature sensor 

2. PVC Head of body with 4 electrodes inside the slot 

3. DELRIN Sensor body with measurement electronics 

4. Cable bushing 

5. Securely connected connection cable 
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3.4.  Starlog V4 Scheme Setup 
 
 

3.4.1. Modbus RTU Setup 
 
The conductivity sensor requires a Modbus command to trigger a read, then another 
Modbus command to retrieve the data from the sensor.  
 
Add a Modbus Instrument to the scheme, then enter the settings shown below. Click on the 
Advanced Configuration button to set the communications settings. The sensor's default 
Modbus address is 30. One channel needs to be defined MB_Write (see below). 
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Add a second Modbus Instrument to the scheme, then enter the settings shown below. Click 
on the Advanced Configuration button to set the communications settings. Two channels, 
Temperature and EC (see below), need to be defined. 
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Add a New Instrument to the Scheme. Under the INP Code Tab, add the following text: 
 
.if pass==DEFN_PASS 
.macro setupChannel 
?olddot = . 
.=MODBUS1 
.uword 2 
. = ?olddot 
.endm 
.endif 
.if pass==INIT_PASS 
  setupChannel 
.endif 
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If using the Logger UPS (switched power) to power the sensor, perform the following 
additional steps: 
 
 

1) Add the T2L (Time till Log) Instrument to the scheme. 
 

2) Add a Scheme Event to control the switching of power to the sensor using the 
following details (assumes a 5 second scan rate): 
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3.4.2. SDI-12 Setup 
 

Add the SDI-12 Task Table Instrument to the scheme, with the settings as shown below. The 
sensor will return five SDI-12 values, so all 5 channels must be defined in the scheme 
instrument. The sensor default SDI-12 address is 3. 
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SDI Channels 3,4, and 5 all have the same settings. 
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3.5. Temperature Compensation 
 
The electrical conductivity of all electrolytes varies with temperature. The variation is almost always 
positive and ranges from 0.5% to 3% per °C, depending on the nature and concentration of the 
conducting ions in the solution.   
 
For example, the temperature coefficient for a sodium chloride (NaCl) solution is approximately 
1.65%/°C at 25°C.  This means that the electrical conductivity of a sodium chloride solution changes 
by 1.65% of its value at 25°C for each degree of temperature change of the solution.  
 
Although the temperature coefficient is known for many “pure” electrolytes, it is not well known for 
many natural waters, as these may be a complex mix of various electrolytes. A default value of 
1.9112%/°C is frequently used; however, the correct value may vary depending on the region's 
geology and the water source. 
 
Since electrical conductivity varies with temperature, it is common practice to compensate for the 
measured value by adjusting it to a standard temperature (usually 20°C or 25°C), provided the water 
temperature and the solution's temperature coefficient are known. This process may introduce 
significant errors because of uncertainties about the coefficient. Temperature compensation, where 
applied over a wide temperature range, can be the most significant factor in determining the overall 
accuracy of a conductivity measurement.  The advantage of automatic temperature compensation is 
the removal of temperature effects from the data.  The disadvantage is that the errors introduced 
when the factor is unsuitable may be unacceptable for some projects.  
The temperature-compensated conductivity is computed as: 
 

                               K25 = [1 +  * (t25 – t)] * Kt 

 
Where: 
K25 = Compensated conductivity (us/cm) at reference temperature 25°C. 
Kt = Measured conductivity at sample temperature t. (us/cm). 
α = Temperature coefficient at reference temperature (%/°C). 
t =    Measured water temperature (°C). 
t25 =   Reference temperature (e.g. 25°C). 
 
The temperature compensation factor for a solution can be determined by temperature testing a 
sample from your site.  Warm and cool the sample through the expected temperature range, then 
record a range of uncompensated conductivity and temperature readings, including your reference 
temperature.  Calculate the electrical conductivity variation per degree Celsius as a percentage of the 
electrical conductivity at the reference temperature.  Repeat this with other samples taken under 
different flow conditions, as the water quality may change.  This data will indicate the factor to use and 
the variation.  
 
With the correct factor in use, the conductivity should not change when the temperature of the solution 
changes. 
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4. Installation 
 
 

4.1. Sensor Installation Option 
 
We advise using accessories adapted and proposed by AQUALABO for installing the sensors in the 
Liquid mixture/solution or in-pipe insertion. 
 

4.1.1. Accessories for Liquid Mixture/Solution Installation 
 
When using the C4E sensor to monitor conductivity in the liquid mixture/solution, it is necessary to 
install the sensor by securing its body rather than its cable. 
Using the cable to suspend the sensor might damage the sensor. 
AQUALABO offers a range of poles (short and long versions) for installing the sensor in open basins. 
For example, the bracket suspended on a chain can be positioned at a considerable distance from the 
basin edge. 
 
Please note the following when planning your installation: 

 The fitting must be easily accessible to allow the sensor or the fitting itself to be maintained 
and   cleaned regularly 

 Do not allow the fitting (and thus also the sensor) to swing against and hit the basin edge 
 When working with systems involving pressure and/or temperature, ensure that the fitting and 

sensor meet all relevant requirements. 
 The system designer must check that the materials in the fitting and sensor are suitable for 

the liquid mixture/solution (chemical compatibility, for instance) 
 
Probe Specs: 

 
Material PVC 
Admissible temperature 0 to 60 °C 
Pressure max. 5 bars 
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4.1.1.1. Short pole 
 
 
 
   
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
The short pole options: 

 PF-ACC-C-00268 Short pole with the elbow fitting, 1495mm, support nozzle included  
 PF-ACC-C-00271 Short pole with the ring fitting for chain mounting, 1550mm, support nozzle 

included  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Elbow Fitting 
 
 
 
        Ring Fitting 
 
 
 
 
 
 
 
 
 
 
 
 
 
         Nozzle 
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4.1.2. Long pole 
 
The long poles are available in: 

 elbow version for installations in the aeration basin and  
 straight version for applications in open channels 

Every pole is equipped with an elbow fitting and waterproofing joints. The lower part of the pole 
includes a sensor adaptor nozzle, which assures its mechanical support. 
 
The long pole options: 

 PF-ACC-C-00262 90° Long Elbow, 2955mm, with the elbow fitting 
 PF-ACC-C-00265 Stright Long Pole, 2745mm, with the elbow fitting 

 

 
 
 
Long Elbow with                    Stright Long Pole with the elbow fitting           
the elbow fitting 
 
 
 
                                           Elbow 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
Manual – Four Electrode Conductivity Instrument 

 

Unidata Manual - 6536F Conductivity Digital Sensor 16 04 2025.docx 18 

 
 

4.1.3. Pole Mounting Accessories 
 
The range of pole mounting accessories and fittings allows for the C4E probe to be deployed in 
different configurations. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

NC-ACC-C-00009 Pole Mounting Kit for numerical sensor (wall) 
NC-ACC-C-00010 Pole Mounting Kit for numerical sensor (on lifeline) 
NC-ACC-C-00011 Pole Mounting Kit for numerical sensor (on the vertical axis) 

   PF-ACC-C-00272       Vertical Axis for numerical sensor (to be fixed in the ground) 
 

Example of mounting on the vertical axis 
 
Connection lifeline 
Horizontal Axis                                            Horizontal Axis 
 
Lifeline 
 
          Chain 
 
 
 
 
 
 
 
 
 
 
 
 
 
          Example of mounting on lifeline                             

Connection 
vertical pole/ 
horizontal axis

Connection 
horizontal axis/ 

Pole

Vertical 
axis 

Horizontal 
axis 

 Example of mounting on a low wall 
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Accessories kit for assembly of poles with chain: 
 
NC-ACC-C-00012 Short Pole Mounting Kit for numerical sensor (wall)  
NC-ACC-C-00013 Short Pole Mounting Kit for numerical sensor (on lifeline) 
NC-ACC-C-00014 Short Pole Mounting Kit for numerical sensor (on the vertical axis) 
 
 

4.1.4. Accessories for PVC Pipe Mounting 
 
Every assembly kit includes an adapter (and the appropriate joints) and one T- fitting  
(90° for C4E sensor) to assemble onto a 50 mm diameter pipe. Its special design ensures 
the correct inflow to the sensor, thus preventing incorrect measurements. 
 
Please note the following when planning your piping set-up: 

 The fitting must be easily accessible to allow the sensor or the fitting itself to be maintained 
and cleaned regularly 

 We recommend implementing the measurement bypass. It must be possible to remove the 
sensor using shut-off valves 

 When working with systems involving pressure and/or temperature, ensure that the fitting and 
sensor meet all relevant requirements 

 The system designer must check that the materials of the fitting and the sensor are suitable 
for the chemicals measured 

 
 
 
            
 
 
 
 
                                                                                                                                                 Adapter 
 
 
                                                                                                        C4E sensor 
 
 
 
                                                                                                        50 mm pipe diameter 
 
 
 
 
 
 
 
 
 
Mounting system for C4E sensor (PF-ACC-C-00226) 
 

1 

2 

3 
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4.1.5. Accessories for Stainless Steel Pipe Mounting 
 
The assembly accessories for stainless pipe include an adapter and its joints, with or without the 
clamp / Nipple systems. The acceptable maximum pressure for the sensors is 5 bars. 
The assembly system can be delivered with or without a stainless steel clamp. The adapter is 
compatible with a 51 mm diameter external clamp. 
 
 
 
 
 
 
 
 
 
                                                                                                    Adapter 
 
                                                                                                    C4E sensor 
 
                                                                                                    Clamp 
 
                                                                                                    Nipple to weld 
 
 
 
 
 
 
 
 
 
Mounting system for OPTOD sensor (PF-ACC-C-00229) 
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4.2.  Sensor Installation Accessories 

 
4.2.1. Conduit 

 
The sensor is mounted on the relevant fitting as described below, using a sensor holder, which can be 
used both for the short and long pole: 
 
 

 
 
 
 
Remove the protective cap on the sensor and insert the sensor (2) into the nozzle (1) as far as the 
stop. 
Insert the sensor cable into the fitting pipe (6) and completely feed through. 

 
 
 
 

 
 
 
Screw the sensor holder with the union nut (5) onto the fitting pipe (6) and tighten until hand tight. 
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4.2.2. PVC In-Pipe Mounting System 
 
 
 

 
 
 
Unscrew the union nut (3) from the PVC flow fitting (1). 
Guide the sensor cable (4) through the union nut on the fitting. 
Insert the sensor (2) into the fitting as far as the position shown in the middle image above. 
Screw the union nut onto the fitting as far as the stop. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Cable (4) 

Union nut (3) 

PVC flow fitting (1) 

  Sensor C4E (2) 
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4.2.3. Stainless Steel In-Pipe Mounting System 
 
 

 
After welding the clamp (3) on the stainless-steel pipe, remove the clamp from the system and 
remove the PVC adapter (2). 
Unscrew the union nut (1) from the adapter. 
Guide the sensor cable through the union nut on the adapter. 
Reposition the adapter in the nipple (4), and re-screw the union nut. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Union nut (1) 

PVC adapter (2) 

Clamp (3) 

Nipple (4) 
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4.3.  Electrical Connections 
 
The sensor could be delivered within 3m, 7m, 15 m or any other cable length (up to 100m). 
 

        Power Supply 

Power requirements 
5 to 12 volts for cable 0-15 m 
7 to 12 volts for cable >15 m 
Max. 13.2 V 

Consumption 

Standby 25 µA 
Average RS485 (1 measure/ second): 6.3 mA Average 
SDI12 (1 measure/ second): 9.2 mA Current pulse: 
500 mA 
Protection against the inversions of polarity 

 
Note – Power supply must be capable of supplying 500mA DC current 
 
 
 

Dimensions                                      Wiring diagram 

 

 
 

 
 
 

 
 

  Cable length up to 15m 

1 – Red  Power Supply V+ 
2 – Blue SDI-12 
3 – Black  Power Supply V- 
4 – Green A- RS-485 
5 – White B+ RS-485 
6 – Green/Yellow Cable Shield 

 
 Cable length 15m to 100m  

1 –  
Red/Purple/Yellow/ 
Orange/Pink 

Power Supply V+ 

2 – Blue SDI-12 
3 – Black  Power Supply V- 
4 – Green A- RS-485 
5 – White B+ RS-485 
6 – Green/Yellow Cable Shield 

 
 

 
Note – Cable Shield (Green/Yellow) should be connected to Power Supply V- wire (Black). 
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4.3.1. 3004 NRL Connections 
 
 
Cable length up to 15m, SDI-12 
 

Wire Colour NRL Terminal Function 
Red 5V Power Supply + 

Black GND Power Supply - 
Blue SDI12 SDI-12 

Green/Yellow GND Cable Shield 
 
 
 
 
Cable length up to 15m, Modbus 
 

Wire Colour NRL Terminal Function 
Red 5V Power Supply + 

Black GND Power Supply - 
White B+ Modbus B + 
Green A- Modbus A - 

Green/Yellow GND Cable Shield 
 
 
 
 
Cable length 15m to 50m, SDI-12 
 

Wire Colour NRL Terminal Function 
Red, Purple, Yellow, Orange, Pink 5V Power Supply + 

Black GND Power Supply - 
Blue SDI12 SDI-12 

Green/Yellow GND Cable Shield 
 
 
 
 
Cable length 15m to 100m, Modbus 
 

Wire Colour NRL Terminal Function 
Red, Purple, Yellow, Orange, Pink 5V Power Supply + 

Black GND Power Supply - 
White B+ Modbus B+ 
Green A- Modbus A - 

Green/Yellow GND Cable Shield 
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5. Startup and maintenance 

 

5.1. Initial Startup 
 
Once the sensor is mounted correctly using the correct assembly kit, connected to the datalogger, 
and the parameterisation has been carried out on the display unit, it is ready for initial startup. 
 
Note: 
Make sure the solution the probe is immersed in is free of bubbles.  
Waiting for the sensor’s temperature to stabilise before initiating measurement is essential. 
 
Setup: 
Remove the black protective cap (by holding the sensor head downward and unscrewing the cap). 
 

5.2. Calibration 
 
The calibration of the conductivity sensor is a two-step process:  

 Step 1 offset and  
 Step 2 slope.  

 
Select the range to be calibrated (4 ranges can be calibrated). 
 

 Step 1 (offset): Expose the sensor to the air and record the first calibration point as 0.0 
μS/cm. 

 If the sensor is wet, dry the electrode measuring slot with a paper towel. 
 Step 2 (gain): The sensor is placed in a buffer solution of known conductivity, which depends 

on the conductivity range being used. 
 
Example of standard solutions 
 

Measurement range Concentration of standard solution Reference 

0 - 200.00 μS/cm 84 μS/cm 1SCE044 

0 - 2000 μS/cm 1,413 μS/cm 14SCS19 

0 - 20.00 mS/cm 12,880 μS/cm 1CS013 

0 - 200.00 mS/cm 111.8 mS/cm 11SC035 

 
Immerse the sensor head, ensuring that the electrodes are entirely immersed (provide at least 4cm of 
liquid between the sensor's base and the solution's surface). Ideally, the solution is stirred or mixed 
with the sensor to reach the target value more quickly. 
 
Wait for the sensor temperature to stabilise with the solution temperature. The conductivity value of 
the buffer solution is given at 25°C. 
Then, rinse the sensor with clean water before performing another calibration or measurement. 
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5.3. Maintenance 
 
The C4E sensor uses a 4–electrode conductivity measuring principle, and care must be taken to 
maintain these 4 electrodes in optimal working condition. After each use, rinse the sensor before 
storing it. 
To clean the electrodes (made from graphite and platinum), insert and retract an abrasive strip 
(P1200 Type) through the slot in the sensor, under a stream of running water. 
 
 
 FAQ: 
 

 Reading of 9999 μS/cm: means that the measurement is out of range. 

 The sensor offers four fixed measuring ranges (0-200 μS/cm; 0-2000 μS/cm; 0-20 mS/cm; 0-
200 mS/cm) and an automatic range (the sensor selects its own measurement range).  
 

 If you have chosen a fixed measurement range, it is possible that the measured value in the 
medium will be higher than that of the selected measurement range. 

 

 What is the minimum level of immersion of the sensor? To have a representative 
measurement of the medium, it is advisable to immerse the sensor in at least 10cm of water. 

 
 What is the minimum distance between the sensor head and the wall of a pond? 

For better representativeness of the measurement in the medium, it is advisable to move the 
sensor away from the walls of a basin by at least 10 cm. If the distance between the wall and 
the sensor head is not sufficient, the measuring electrodes may be in the mud or fouling that 
could be stuck to the wall. 
 

 How do I position my sensor in a Sewage Treatment Plant Aeration Tank installation case: 
Ideally, the sensor should be positioned at a 45° angle to the water surface, using a bent pole, 
for example (flow coming from the back of the curved section). 
This inclination prevents any bubbles from getting stuck in the measuring slot. In addition, if 
there are any yarns, they cannot wrap around the sensor head. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  


