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Manual
Starflow QSD Model 6527B and 6537A

This equipment has been tested and found to comply with the limits for a Class A digital device,
pursuant to Part 15 of the FCC Rules in the USA. These limits are designed to provide
reasonable protection against harmful interference when the equipment is operated in a
commercial environment. This equipment generates, uses, and can radiate radio frequency
energy and, if not installed and used in accordance with the instruction manual, may cause
harmful interference to radio communications. Operation of this equipment in a residential area
is likely to cause harmful interference, in which case the user will be required to correct the
interference at their own expense.

This equipment has been tested for compliance with European regulations as follows:

Application of Council Directive:
2004/108/EC

Standards to which Conformity is declared:
EN-61000-6-1:2001

EN-61000-4-2:1995

EN-61000-4-3:1995

EN-61000-4-4:1995

EN-61000-4-6:1996

ENV-50204:1995

Any changes or modifications to this equipment not expressly approved by the manufacturer
Unidata Pty Ltd could void the user’s authority to operate this equipment.
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1. OPERATION MODE

There are two modes of operation for the Starflow QSD, SDI-12 and Modbus RTU. SDI-12
operates so that when a Measurement command is sent, the Starflow QSD will initiate a
read at this time and then provide data after 5 seconds. This allows for power saving as
the rest of the time, the unit is in a sleeping state. When the Unit is in Modbus RTU mode,
measurements are updated every 5 seconds, therefore, consuming more power. This is
required when measurements are required at faster rates. To set the Starflow QSD to
either SDI-12 mode (0) or Modbus mode (5).

1.1. Operation Mode Configuring using SDI-12 protocol

0 =SDI-12

*NOTE 5 = 5 second Modbus scan update or as per how often the Modbus registers are
required to update (5 is the minimum value)

To view the mode of operation, use the following SDI-12 commands.
Example 1 Examine:

Send — 0X8! <CR><LF>

Response — 0+0<CR><LF> (This shows the instrument is in SDI-12 mode).

Example 2 Change:
Send — 0X8+5! <CR><LF>
Response - 0+5<CR><LF> (This changes QSD from SDI-12 mode to Modbus mode)

1.2. Operation Mode Configuring using Modbus RTU protocol

0 =SDI-12

* NOTE 5 = 5 second Modbus scan update or as per how often the Modbus registers are
required to update (5 is the minimum value)

Example: Set Modbus 5 second update (default):
Send - 01 06 00 64 00 05 08 16

Receive - 01 06 00 64 00 05 08 16
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2. INTRODUCTION

The 1%t generation 6527 Starflow QSD Instrument measures water velocity, depth
(ultrasonic) and temperature. The Starflow QSD — 2™ generation has been enhanced to
include depth measurement using the hydrostatic pressure method (6527B Starflow QSD),
electrical conductivity (6537A Starflow QSD), and a tilt sensor that is useful for installation
and site monitoring. These models come standard with both SDI-12 and RS-485 (Modbus
RTU) interfaces.

The capacity of the instrument to measure the water conductivity is unique. It allows the
instrument to determine not only the water velocity, flow, and volume but also an indication
of the water quality. The conductivity measurement can also be used where existing
techniques for measuring water quality are unsuitable or too expensive. By using Digital
Signal Processing (DSP) techniques, the Starflow QSD can perform in a wide range of
environments. It is used to measure flows and water conductivity (6537A) in pipes, channels,
and small streams. It can operate in a range of water qualities, from fresh streams to primary
sewage channels.

The electrical conductivity feature of the 6537A instrument empowers the user to detect
unusual waste dumping/agriculture runoff that is not visible using current flow sensors. The
pressure depth sensor allows the instrument to be placed in an angled position on the wall of
irregularly shaped drainage canals or on the sides of channels in which it is difficult or
impossible to place the instrument on the channel floor.

The tilt parameter is measured by an internal accelerometer. It represents the pitch and roll
of the instrument’s body as it is installed. This provides the user with useful information
about the sensor after it is mounted underwater or during a post-installation inspection.

The Starflow QSD system consists of the following:

Model 6527B or 6537A Starflow QSD instrument
Model 6527M Stainless Steel Mounting Bracket
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6527B 6537A

Hardware Accessories:

The following accessories should be purchased according to your application
requirements.

Model 6907B-14 12V, 14Ah Sealed Lead Acid Battery
Model 69041-10  10W Solar Recharge Panel & Mount
Model 69041-20 20W Solar Recharge Panel & Mount

Model 6705A Small Expanding Clamp SS expanding turnbuckle and band clips.
100mm wide, 100mm long, 50mm expansion

Model 6705D 1800mm Band Segment 100mm wide, 0.6mm Stainless Steel band
With 50mm spaced locating holes at both ends

Model 6705F Band Joiner Stainless Steel joiner
Instrument Accessories:

Model 6515 QSD Barometric Reference for pressure depth reading
compensation.
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3. SPECIFICATIONS
3.1. Velocity (Continuous Beam)

20mm/sec to 0.8 m/sec

20mm/sec to 1.6 m/sec (default)
Range 20mm/sec to 3.2 m/sec

20mm/sec to 6.6 m/sec

Bidirectional velocity capability, set using configuration tools
Accuracy Typical 1%
Resolution 1 mm/s

3.2. Depth (Ultrasonic)

Range 20mm to 5000mm (5m)
Accuracy + 1% of the full scale
Resolution 1 mm

3.3. Depth (Pressure)

Range Omm to 10m

Accuracy Typical £0.19% for Om to 5m range
Typical £0.38% for Om to 10m range

Resolution 1 mm

3.4. Temperature

Range 0°C to 60°C
Accuracy 10.5°C
Resolution 0.1°C

3.5. Electrical Conductivity (EC) — 6537A ONLY

Range 0 to 200,000 pS/cm, typically +1% of the measurement
Resolution +1 uS/cm

It may be recorded as a 16-bit value (0 to 65,535 uS/cm) or

a 32-bit value (0 to 262,143 uS/cm)

3.6. Tilt
Range 132 in roll and pitch axes (X and Y axis)
Accuracy 1
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3.7. Power Requirements

Voltage range 12t024V DC
Supply current 70uA standby, 150mA active for 1 second @12V, 800mA

startup peak during measurement for 10ms @12V
Power source 12V DC - typically an external battery

3.8. Communications

SDI-12 SDI-12 v1.3

Connection Single cable up to 50 metres long (standard fitment is 15m)
Maximum cable 60m defined by SDI12.org

RS-485 Modbus RTU
Connection Single cable up to 300 metres long (standard fitment is 15m)

Baud rate and parity Configurable

3.9. Environmental

Operating 0°C to 60°C (water temperature)
Storage -20°C to 60°C
Humidity up to 100 % RH
3.10. Physical
Dimensions Approximately L 135 mm, W 55 mm, H 22 mm
Material Epoxy-sealed body, stainless steel mount
Weight 1kg with 15m of Cable
Cable 15 metre
Cable options User-specified, up to 50 metres
3.11. Instrument Wiring Table

Variants for Wiring are detailed below.

Brown Wire Variant

Starflow QSD / Wire Colour Function / Signal Name
White SDI-12
Brown Power
Green Ground
Yellow A- (Modbus)
Pink B+ (Modbus)
Grey One-Wire *
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Red Wire Variant

Starflow QSD / Wire Colour Function / Signal Name
White SDI-12
Red Power
Yellow Ground
Orange A- (Modbus)
Blue B+ (Modbus)
Grey One-Wire *

* Use with Unidata 6515 QSD Barometric Reference Module

When the Unidata 6515 QSD Barometric Reference module is connected, the instrument
will automatically handle the barometric correction and report the actual water level
instead of the water head plus atmospheric pressure.

Suppose your data logger has a barometric sensor. In that case, the data logger
program must perform the barometric correction, OR the user can perform a post-
processing method to correct for barometric changes by using barometric pressure data
from a trusted source such as a weather department or another barometer close by.

The 6515 QSD Barometer Reference module should be:

a) Mounted in an enclosure near the data logger in a position protected from the
elements.

b) The enclosure should be vented to expose the barometer sensor to atmospheric
pressure variations.
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6515 QSD barometric connection diagram:

6515D Barometric Reference to 6527B Starflow QSD Wiring Diagram

6527 Starflow HaRA S NE

Bar Ref—b

—_—
6537 Starflow RS 485 +Ve

Qasb

Bar Ref—»

BTTRCT WOPL TS e
m-- =n

(®)
n- i .a+

SIJI
GRY

» Iaas
et

6515D Barometric Reference to 6537 A Starflow QSD + EC Wiring Diagram

Plul!

SIJI
GRY

RS 485 -Ve|
MODBUS
RS 485 +Ve Data Logger
PLC
[+—— +12V

MODBUS
—

RS 485 +Ve T Lo

<+—Power 12V— il
i Battery

12-24vDC

Battery

There may be a small pressure offset when the sensor is first installed due to different
barometric conditions compared to the factory. This can be set to zero by applying a positive
or negative offset using a Modbus or SDI-12 command. Examples in sections 5.1.3.2 (SDI-

12) and 5.2.6.2 (Modbus RTU)
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6515 barometric connection diagram to 6527L (logger version):

USB PC
Connection

[ i e s ]
O =570
a-f o [YEL| o Fa-
B+H O [Pra| O B
6527 Starflow .
= 801 7@ |uHT| @[50
as - Bar Ref—| REF]| O |GAY| O GREF

ek 12V

Note: If not using a barometric connection dongle, you can connect directly to the 6527.
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4. OPERATING PRINCIPLES & MEASURED PARAMETERS

The 6527B and 6537A Starflow QSD measure:
- Flow velocity
- Depth (ultrasonic)
- Temperature
- Depth (Pressure)
- Electrical Conductivity (EC) — 6537A Only
- Tilt (the angular orientation of the instrument)

The Starflow QSD performs data processing and analysis each time a measurement is
made. This can include rolling averaging and outlier/filter functions for Depth (ultrasonic),
Velocity, Depth (Pressure) and Conductivity (6537A). The function parameters can be
configured via SDI-12 eXtended command or Sonic software.

4.1 Flow Velocity Measurement

For measuring velocity, the Starflow QSD uses Continuous Mode Doppler. An ultrasonic
signal is transmitted into the water flow, and echoes (reflections) returned from particles
suspended in the water flow are received and analysed to extract the Doppler shift
(velocity). The transmission is continuous and simultaneous with the returned signal
reception.

During a measurement cycle, the Starflow QSD emits a continuous signal and
measures signals returning from scatterers anywhere and everywhere along the beam.
These are resolved to a mean velocity that can be related to a channel flow velocity at
suitable sites.

The receiver in the instrument detects reflected signals, and those signals are analysed
using digital signal processing techniques.

A bidirectional velocity capability is a supported option but needs to be configured using
Modbus or SDI-12 commands as the default setting is positive flow only.

20mm /s to 0.8 m sec
20mm / s to 1.6m/s (default)
20mm /s to 3.2 m/s
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Water Surface

//\/\J/\/W

Water Velocity
@ Particle A
Acoustic Beam @ Particle B
(Depth)

Acoustic Beam

A S

Starflow QsSD

4.2 Water Depth Measurement — Ultrasonic

For depth measurement, the Starflow QSD uses Time-of-Flight (ToF) Ranging. This involves
transmitting a burst of ultrasonic signal upwards to the surface of the water and measuring
the time taken for the echo from the surface to be received by the instrument. The distance
(water depth) is proportional to the transit time and the speed of sound in water (corrected
for temperature and density). The maximum ultrasonic depth measurement is limited to 5m.
The minimum ultrasonic depth is 40mm above the ultrasonic eye.

NOTE: If there is a large ripple on the surface of the water due to windy conditions, this may
cause erratic Ultrasonic depth readings as it will not be able to resolve the correct
reflections; in these cases, the Pressure depth sensor will need to be used.

4.3 Water Depth Measurement - Pressure

Sites where the water contains large amounts of debris or air bubbles, may be unsuited for
ultrasonic depth measurement. These sites are better suited to using pressure to determine
the water depth.

The pressure-based depth measurement may also be applicable to sites where the
instrument cannot be located on the floor of the flow channel or cannot be mounted
horizontally.

The Starflow QSD is fitted with a 2 bars absolute pressure sensor. The sensor is located on
the bottom face of the instrument and utilises a temperature-compensated digital pressure
sensing element.

Where depth pressure sensors are used, the atmospheric pressure variation will cause
errors in the indicated depth. This is corrected by subtracting the atmospheric pressure from
the measured depth pressure. A barometric pressure sensor is required to do this.
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If the data logger used to read the Starflow QSD does not incorporate a barometric pressure
sensor, then the One Wire Bus 6515 Reference Barometer option should be purchased.

6515 should be mounted near the logger and is read by the Starflow QSD instrument, which
will then automatically compensate for the atmospheric pressure variations, ensuring an
accurate depth measurement is achieved. This enables Starflow QSD to report actual water
depth (pressure) instead of barometric pressure plus water head.

4.4 Temperature

A solid-state temperature sensor is used to measure the water temperature. The speed of
sound in water and its conductivity are affected by temperature. The instrument uses this
measured temperature to automatically compensate for temperature variations.

4.5 Electrical Conductivity EC 6537A Only

The 6537A Starflow QSD is equipped with the capacity to measure the conductivity of the
water. A linear four-electrode configuration is used to make the measurement. A small
current is passed through the water, and the voltage developed by this current is measured.
The instrument uses these values to calculate the raw, uncorrected conductivity.

Conductivity is dependent on the temperature of the water. The instrument uses the
measured temperature to compensate for the returned conductivity value. Both raw and
temperature-compensated conductivity values are available.

4.6 Tilt

The Starflow QSD has an integral tilt sensor to measure the roll and pitch of the sensor. This
information can be useful in ensuring the installation position of the sensor is correct and for
determining if the instrument has moved (bumped or washed away) during the post-
installation inspection. If the Starflow QSD is installed flat the X and Y will read 0,0. Any
large variation will go to a maximum of 32 in either the roll or pitch direction.

4.7 Power Supply Voltage

The instrument’s internal power supply voltage is readable as a measurement parameter.
The operating range of the power supply is 12 to 24V DC. If the supply voltage falls below
defined limits, the instrument stops taking measurements to ensure only quality data is
measured.
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4.8 Signal Spread

This can be used to determine the amount of “turbulence” affecting the signal quality and
used to reject the measurement if the spread (turbulence) is too great. A good flow would
return a spread value of around 50; anything above 100 would be considered poor.

Spread Channel Interpretation:

0-59 Excellent SPREAD

60-200 Average SPREAD

201-500 Poor SPREAD

Above 500 Above 500 gives unreliable velocity data.

4.9 Received Signal Strength Indicator (RSSI)

The RSSI channel is the measurement of the received signal power. RSSI values may
change significantly for each measurement because of the number of reflectors in the water
at any given time.

In turbulent water, the reflectors are more likely to be in suspension, resulting in higher
signal/RSSI values. Subsequently, the smoother flowing water “may” have fewer reflectors
and lower signal/RSSI values. However, signal/RSSI values are dependent, not only on the
turbulence but on fluid velocity as well.

RSSI Channel Interpretation:

0 No Signal

3-200 Typical signal in water

201-500  Signal quality low, possible causes are turbulence or non-dynamic flow
conditions

501-1000 Poor quality signal, QSD should be repositioned to attempt to improve the
signal

>1000 Not usable Signal (Too Noisy)
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5. TAKING MEASUREMENTS FROM INSTRUMENT

The Starflow QSD instrument has both SDI-12 and RS485 (Modbus RTU) Interfaces. The
following sections describe them in detail. If you are a user of Unidata NRL loggers, you can
simply add the Starflow QSD as an instrument within the logging scheme as an SDI-12
instrument.

5.1. SDI-12 Operation

The Starflow QSD can be operated as a standard SDI-12 (V1.3) sensor.

Measurement commands (M! & C!) return atttn(n) response with ttt indicating the delay until
measurements are ready and n(n) indicates the number of parameters returned.

A Service Request is sent.
- The R! command returns an acknowledge response a<CR><LF>
- The D! command returns the measured data values.

SDI-12 Command Notes:

Change Address aAb! is supported.

Start Verification aV! returns an acknowledge response.

Extended Command aX is supported (refer to QSD SDI-12 supplement document).
D/R1...9! Commands operate the same as a D/R0O! command.

M/C1...9! Commands operate the same as an M/C! command.

MC, CC & RC commands requesting CRC are supported.

S e

Note: CRC is always recommended
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5.1.1. Channels Table

The Starflow QSD has a list of data registers within the instrument that are re-mapped to
SDI-12 channels. These SDI-12 parameters are assigned to the Channels, and their order of
return can be configured using SDI-12 eXtended commands. The channel allocation is
shown in the table below:

Channel | Description Units Example | Meaning

0 Water Temperature 1/10°C +152 15.2°C

1 Battery Voltage 1/100 Volts +1302 13.02V

2 Ultrasonic Depth mm +123 123mm

3 CW Water Velocity +/- mm/s -234 234mm/s -ve flow
4 RSSI (signal level) no units +66 66 (no units)
5 Signal Spread no units +45 45 (no units)
10 X-Axis Tilt no units -9 9 left tilt

11 Y-Axis Tilt no units 7 7 forward tilt
12 Pressure Depth +/- mm +123 123mm

13 Barometric Reference + mm +10120 10120mm
70 Conductivity (UC) puS/cm +2350 2350uS/cm
72 Conductivity (TC) puS/cm +2350 2350uS/cm

5.1.2. Measurement Command (aM!)

6527B/6537A Starflow QSD measures several parameters available for collection by a data
logger. The default configuration returns nine parameters using the aM! command. Other
sets of parameters are also available using the aMx! commands.

Example 1: aM!

Parameter | Description Units Example Meaning

1 Water Temperature 1/10 °C +152 15.2°C

2 Battery Voltage 1/100 Volts | +1302 13.02V

3 Ultrasonic Depth mm +123 123mm

4 CW Water Velocity +/- mm/s -234 234mm/s -ve flow
5 RSSI (signal level) no units +66 66 (no units)

6 Signal Spread no units +45 45 (no units)

7 Conductivity (TC) puS/cm +2350 2350uS/cm

8 Pressure Depth +/- mm +123 123mm

9 Barometric Reference + mm +10120 10120mm

Start Measurement Command (aM!) example:
OM! 00059 <CR><LF> (Measurement ready in 5 seconds and nine parameters available)
0DO0! 0+152+1302+123+234+66+45+2340+123+10120 <CR><LF>
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Example 2: aM1! (Firmware 20 and above)

Parameter | Description Units Example Meaning

1 Water Temperature 1/10 °C +152 15.2°C

2 Battery Voltage 1/100 Volts | +1302 13.02V

3 Ultrasonic Depth mm +123 123mm

4 CW Water Velocity +/- mm/s -234 234mm/s -ve flow

Start Measurement Command (aM1!) example:
0M1! 00054 <CR><LF> (Measurement ready in 5 seconds and 4 parameters available)

0DO0! 0+213+1343+123+234<CR><LF>

Example 3: aM2! (Firmware 20 and above)

Parameter | Description Units Example Meaning
1 Pressure Depth +/- mm +123 123mm
2 Barometric Reference + mm +10120 10120mm

Start Measurement Command (aM2!) example:
0M2! 00052 <CR><LF> (Measurement ready in 5 seconds and 2 parameters available)

0DO0! 0+123+10120 <CR><LF>

Example 4: aM3! (Firmware 20 and above)

Parameter | Description Units Example Meaning
1 Conductivity (UC) puS/cm +2350 2350uS/cm
2 Conductivity (TC) puS/cm +2350 2350uS/cm

Start Measurement Command (aM3!) example:
OM3! 00052 <CR><LF> (Measurement ready in 5 seconds and 2 parameters available)

0DO! 0+2350+2350 <CR><LF>
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Example 5: aM4! (Firmware 20 and above)

Parameter | Description Units Example Meaning
1 X-axis Tilt no units -9 9 left tilt
2 Y-axis Tilt no units 7 7 forward tilt

Start Measurement Command (aM4!) example:

0M4! 00052 <CR><LF> (Measurement ready in 5 seconds and 2 parameters available)

0DO0! 0-9+7 <CR><LF>

Example 6: aM5! (Firmware 20 and above)

Parameter | Description Units Example Meaning
1 RSSI (signal level) no units +66 66 (no units)
2 Signal Spread no units +45 45 (no units)

Start Measurement Command (aM5!) example:

OMb5! 00052 <CR><LF> (Measurement ready in 5 seconds and 2 parameters available)

0DO0! 0+66+45 <CR><LF>

Note: More information on C! And R! Commands can be found in the QSD SDI-12 supplement

document.

5.1.3. Additional SDI-12 Commands

5.1.3.1.

0=SDI-12

Operation Mode

5 = 5 second Modbus scan update or as per how often the Modbus registers are required to

update (5 is the minimum value)

Example 1 Examine:

Send — 0X8! <CR><LF>
Response — 0+0<CR><LF>

Example 2 Change:

Send — 0X8+5! <CR><LF>
Response - 0+5<CR><LF>
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5.1.3.2. Pressure Depth Zero Offset

Example 1 Examine:
Send — 0X7! <CR><LF>
Response — 0+30<CR><LF> The current pressure depth offset setting is 30mm.

Example 2 Change:
Send — 0X7+100! <CR><LF>
Response - 0+100<CR><LF> Set pressure depth offset to 100mm.

Example 3 Change:
Send — 0X7-100! <CR><LF>
Response — 0-100<CR><LF> Set pressure depth offset to -100mm.

5.1.3.3. Enable Velocity Direction

Example Change (negative and positive velocity direction):
Send — 0X5+26! <CR><LF>
Response — 0+0+4+5+7+8+16+17+18+19+20+21+22+24+26+27+30<CR><LF>

5.1.3.4. Changing Velocity Range

2 =3345mm/s

3 = 1673mm/s (Default)
4 = 836mm/s

5 =418mm/s

Example 1 Examine:
Send — 0X9! <CR><LF>
Response — 0+3<CR><LF> (Range reported as 3 — 1673mm/Sec)

Example 2 Change:
Send — 0X9+5! <CR><LF>
Response - 0+5<CR><LF> (Change range to 5 — 418mm/Sec)
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5.1.4. Unidata Logger SDI-12 Scheme Setup

The Starflow QSD can be directly connected to the Unidata NRL Logger range using

SDI-12. A scheme can then be set up using the StarlogV4 software to record the
parameters from the QSD and to enter the channel profile for flow calculations.

1. Create a new scheme and select the logger, e.g., 3004M.

E523-3-512K - Evaporation monitoring sustem w/A1 2K, loaaer

O select Legger Type X
----- 2001 b 2003 MRT - Models AR and C ~
----- 2011 ta 2018 MRT/MMM/MAM - Madel: C and D
----- 2017 to 20018 MR T MMk MEM - Models C and D w/8b memony
----- EB= 3001 MAL - MRL Manologger
----- BE 2004/6 MRL - Metal Enclosure
----- BE 2004450 NRL - Plastic Enclosure, 3G/4G
----- = Fa004m MEL - Pla e, A5/4G MMM replacement
----- EE 2004ML MRL - Plastic enclosure, LoRa
----- B 3004M MAL - Metal enclosure
----- B 3008 MAL - Metal enclosure
----- EH 3016 NAL - Metal enclosure
----- f: EO004-1 - 128K Starlogger [models A, B and C)

----- BO04-2 - 128k Starlogger with keyboard and LCD [models A, B and C)
----- i'J B004-3 - 128K Starlogger with kewboard, LCD and PCMCLA, card slot [modelz A, B and C)
----- f’ E004D-1 - 512K Starlogger with LCD [model D)
----- ﬁ BO04D-2 - 512K Starlogger with kepboard and LCD [model 0
----- & E5ZE - Starflow ultrazonic doppler flow recorder [models &, B and C)
----- S BD26G - 512K Starflow ultrazonic doppler flow recorder [model G
----- ER27L - Starflow 05D ultrazonic doppler velocity and depth
----- § E523-3 - Evaporation monitoring system
Y]

2. Click on the Instruments button and select the PDLTrans Library in the drop-down

menu.
Scheme e
AERE
e Add  Delete  New
Q Instrument Librans
Instrume... E
| Instrument | Description | Family ~
Curtent loop Current input module Irpt
@ Vakage Yoliage input module Input
Themocouple Low level theimocouple ampifier Temperature
Lgrjgiadfer Dighlinput module 16 bt dighl input mochle Input
Counter module Digital courter module Irpt
W Microwire 4-20mé autput interface for StarLogger Output
Weather Instrument wieather Instrument fall modzis) Climate
Events of 6503 Wind run ind run anemometer (ol speeds] Climate
i ES04FS Wind Speed and Direction DD Wind Speed and Direction Climate
0 e508 Fiaingauge Tipping bucket raingauge Climate
§ 07 Themistor Urideta thermistor temperature probes (Fed, Yelow and Wilel]  Temperature
[ O 5808 Hydiostatic depth & temperature. Hychostatic depth and temperature: sensor Hydio
3 55120 Pressute transritter Pressure ransmitter (gauge and diferentisl Hydro
b EIED Soll moisture Gypsum block soil meisture anseucer Climate
@% B e51a Cunent Shunt Current shunt measuiement (sl 1anges) Input
§ os1me ADS30 AD530 temperature probe Temperature
Open 65254 Rlelay module 4 channelrelay cortrol module Output
R pEasExT Starflow Flow extension [all models) Hydro
H £ 6520 Evaporation Evaporation manitoting systerm Climate
il B eEa Flow Transducer Padde wheel flow transducer [ype &,8.C and E) Hydro
Save I ey Wind monitar FM Young wind speed and diection Climate
4 65354 LM34 Linear temperature probe Temperature
§ s Temperature and RH Combined humidity and temperature probe Climate
4 6541 Water Level Instiument HSIO Shat encoder Hydro
6543 Babelstar MODBUS protocel convetor Commuricatior
2§ BOUNDCHANNEL Bound Channel User selectable channel System
PeuTions Test Mode Buttons User configurable test mode buttons System
iy CUSTOMACTION  Custom Action Execute a custom VB script within Starlog/é System
40l Digial Inputs Digital input (STATE] charnel State
T EVENTCNTR  Event Counter Fecord the count of a speciied evert .
L Il Y] Ceeeie Faemie e LY L Ty
< >
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3. Scroll down and double-click SDITASK Instrument, and it will be added to the window
on the right.

D Scheme Instruments

N N

N
Add  Delete  New

TR =@, Scheme (3004M NAL - Plastic encolasue, 36/45 NMH 1zplacemen]
B Logger Channsl:
[27 PoLTRANS - Unidata Instrument Library -] 5% Inswuments
CalCode [instrument [ Desciption =0 P B NRL Seheme - Code template definiions
B NAL - NRL Logger Support and Corfiguration
D GENPT Pressure Transducer Gensric anslogus depth hansducer Hydro B S o o el
=2 00KUP Lookup Generate a laokup table to salve @ mathematical reationship Calculation D ke . o
= & 8Dl Task Table #1 - D112 muliple sersor task table
{HLora LoRa Lo log data ransmission ML Instrumen
LOWMEMLED  LCD Display Lows memory averhead HSI0 LCD display for Nean loggers WML Istrumen
MEP MBP Message basd protacol data hansmission Commuricatior
OMINMATIME  Min/mas fime Capture the ime of the minimum and masimum transducer ieadings  Caloulation
8 MODBLILD MODBLS Buider Irngort / create large MODBUS data tables MODBUS
MODBLS Bensric MODBUS instrument Commuricatior
Madbus Slave Carligure data logger as 3 MODBUS Slave Cammuricatior
Modhus Wite Puush channes to & MODELIS lave Commuricatior
(MINMMBLERMS  Heon Alarms Send generic alam message to Neon using scheme Everts WML Istrumen
(DNRTAlaims NRTAlaims Rusise: High/Low alarms fiom n NRT lagger Commuricatior
|7) NRTCMD NRT Command NRT &choc command generator Cantol
OUTRUTCTL  Output Contaller Manual output control $ML Istrumen
PH oH Gensiic. pH sensor Water Qualty
(DRELTIME Time channels Dy of week, minute of day and time o day charmels Tine
|7 RTDPUSH RTD Push NRT Real Time Data automated push Longer
D SCHEME Enbedded Scheme Stores the scheme informatian an the logger Logger
CISCHEME_INFO  Scheme Infomation Scheme information repoit genrator System
ER 5Ol Transducer Generic SDI12 transducer 50012
SSDISPUTTER  Spitter Splt 32:bt chanmel: into two 16+bit chamnsle 50112
/BSDIDEBUGZ  SDI Debugger 5DI-12 Debug Channls for dusl SDI-12 bus Diagnastics
5011210 Lag Bufer Log an SDI12 sensar drecty to the log buffer ML Istrumen
Buffered SDI Transdlucer Bensric: SDI-12 ransducer with buffered response 50112
@#SDILASTLOG  5DI-12Last Log Rieturn the last og as SDI-12 fram the logger Cammuricatior
STSDIMERGER  Merer Merge two 16-bit channis into one 32:6it channel 50112
BspisTar 50I_5TAT NMM Status / Eror Flag Charnels Systen
2
i SENTEK Sentek 50112 Sl moisture and saliy system fu/muliple probes] Climte
“BsrALTER Staflow Fiter Customised Starflow fiter and averaging modle FLOW .
< >

4. Double-click on the 6526-EXT instrument to add the Flow Extension, and it will be
added to the window on the right.

. Scheme Instruments

N

Add  Delete  New

Instrument Library S} 6 Scheme (3004 MPL - Plastic encolosure, 3G/4G NMM replacement]
B Logger Charrels
POLTRANS - Unidata Instrument Libraty | By Instuments
B [ iemet [Cescion [Fip ~ B NAL Scheme - Code template defintions
5 GENPT Pressure Transducer Generic analogue depth transducer Hydio BH NRL -NRL Logger Support and Conliguration
2% LOOKUP Loskup Generate a lookup table o solve @ mathemalicslrelaionship Calulation ) Embztded Schemz - Staes thescheme famatn an the loger
] 3 5DI Task Table #1 - SDI-12 multiple sensor task table
I_E]LUHA LoRa LoRa log data transmission HML Instrumen
EELOWMEMLCD  LCD Display Lows memory overhead HSI0 LCD display for Neon laggers ML Instrumen
MBP MBP Message based protocol data tansmission Communicatior
®M\NMAXT\ME Minmax time Capture the time of the minimum and maximumn transducer readings  Caleulation
HMDDBU\LD MODEUS Builder Import / create large MODBUS data tables MODBUS
MODBUS Generic MODBUS instrument Comrminicatior
Madbus Slave Corfigure data logger as a MODBUS Slave Cammunicatior
MDDBUSWHITE Modbus Wiite Push channels to a MODBUS slave Communicatior
(DNMMALAHMS Meon Alarms Send generic alaim message to Neon using scheme Events XML Instrumen
(DINATAlams NRATAlams Raise High/Low alarms from an NAT logger Communicatior
| NRTCMD NRT Command NRT Ad-hoc command generator Control
UUTF’UTETL Clutput Controller Manual output control HML Instrumen
PH pH Generic pH sensor ‘water Quality
®F\ELT\ME Time channels Diay of week, minute of day and time of day channels Time:
| RTDRUSH RTD Push NRT Real Time Data automated push Logger
-@ SCHEME Embedded Scheme Stores the scheme infarmation on the logger Loagger
LBSCHEME_INFO Scheme Information Scheme information report generator System
SD\ SDI Transducer Generic SDI-12 transducer Soi12
= 501 SPUTTER Splitter Split 32-bit channels into bwo 16-bit charnels Soi12
/B5D|_DERUGZ SDI Debugger 501412 Debug Charneds for dual SD1-12 bus Diagnostics
<@ SDIZLOGBUF 50112t Log Buffer Liong an SO1-12 sensor directly to the log buffer EML Instruman
SD\BUFF Buffered SDI Transducer Generic SDI-12 transducer with buffered response Soi12
@ S0ILASTLOG SDI112 Last Log Return the last log a3 SDI-12 from the logger Communicatior
= SDIMERGER Merger Merge twa 16-bit channels into one 32-bit channe! 50112
PSD\STAT SDI_STAT MMM Status / Enor Flag Channels System
@ Bl : 50112 ml |
3 SENTEK Sentsk 501412 Soil moisture and salinty systern [w/multiple probes] Climate:
§SFF\LTEH Starflow Filter Customised Starflow filter and averaging module FLOW v
< >
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5. Double-click on the SDI Task Table #1 Instrument in the right window

EIE Scheme [3004M MRL - Plastic encolosure, 3G /4G MM replacement]
[+-E8 Logger Channels

EIQ Instrurnents

-8 MRL Scheme - Code template definitions

-8 MAL - NRL Logger Support and Configuration

—@ Erbedded Scheme - Stares the scheme infarmation on the logger
Q SO Task Table #1 - 50112 multiple sensar task table

- Q‘! Starflow #1 - Flow extenzion [all models)

2 SDI-12 multiple sensor task table x
N
Add Sensor
Task
----- | 5D Task Table #1
Task Mame [EDI Task Table #1

Task Description |SDI-1 2 multiple senzor task table

Fiefresh Rate: & Loglnterval
" Fixed Interval
" Continuous
" Manual

Read Time () il

Bead at startup [

SDIBus [SDI12Bus 0 ~|
Paower up delay il

[zeconds)

Use Extended Memary r

Help Cancel | s |

6. Click the Add Sensor button, scroll down in the list, select the Unidata 6537 QSD and
click Ok.

Wy Add new sensor =

Select a new SDI-12 sensor

Senzor List

| Inida

Q5D welocity meter with 4 electiode conductivity A
[abd! factany default)

Parameter: 0
Data conversion: 2-byte integer
Read time: 10

Channel List:

- Temperature

- Battery

- Ultrazonic Depth
-Welocity

-RS5I

- Spread

-EC.T

- Pressure Depth

Cancel 0k,
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7. Setto Log Interval and set Read Time to 10s (The Starflow QSD will take 5s to take

measurements); make sure the Read Time is a multiple of the Scan Rate.

2 SDI-12 multiple sensor task table >
X B B
Add Sensor Delete Sensor Add Channel  Delete Channel
r Task
=) 5Dl Task Table #1
B3 Unidata 5537 Q50 w/EC Task Name |51 Task Table #1
g ;:[t“;j'ature Task Description |SDI-'| 2 multiple sensor task table
""" =1 Ullraspnic Depth Refresh Fate: I ]
""" = velocity " Fived Interval
""" =5 M55l " Continuous
""" =4 Spread = Marual
----- A5 ECT _ -
----- 2§ Prezsure Depth Read Time (5] |1 0
----- 2§ Baro Reference
Read at statup [
S0l e |sDI12Bus 0 -l
Power up delay Ig
[seconds)
Usze Extended Memom r
Help | Cancel ok
8. Set the Instrument to use CRC.
=l ML p € SENE0r task tanle
W 5DI-12 muktip! task tabl
v ¥ B B
Add Sensor  Delete Sensor | Add Channel Delete Char
Sensor
E-11) 501 Task Table #1 Flame
B Unidata 6537 05D w/EC .
=a 3= [Uridata 6537 G5O wiEC
Temperature -~
Battery Desciiption
Ulsasonéc Depth |
U&Cly Addiess:
RSSI
—
Spuend [ SDI00: SDI12 Addhess 0 ]
ECT Corrnand
Pressure Depth IM [Staat Measurement]
I=d Baro Reference Data Corversion Type
[ 2-byte Integer
Parameter;

C—

Help

LCancel QK.
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9. Open the Flow extension instrument and set up the channel profile; select the Input
Depth channel to be Ultrasonic OR Pressure Depth, depending on the site
installation, and select the Input Velocity Channel to be Velocity.

HF Starflow #1

¥=32475,Y=B07.5

10. Open the Log Buffer and enable the log channels required.

Table Type: [ I Input Depth Channel
Depth Range: |'| " ﬂ |]\;i SDI Task Table #1 - Ultrazonic Depth ﬂ ok
Flow Fiange: |Medium ﬂ Input Yelocity Channel
& -
Display Urits |sz' Vo | ﬂ |];i SO Task Table #1 - Velocity ﬂ Cancel
Channel Setup
0 250 500 750 1000 1250 1500 1750 2000 2260 2500 2750 3000 325 Offset [mm)
v TTemATTTTT R T $ R A - HE Tt H ,U—
i i i 1 i 1 1 i 1 1 i 1 Edit Paint
B0 e L o o L o o o V| [Charel Point: 1
' ' ' : ' : : ' : : ' : Channel Paint: 2
200 f---oamoeo H ) Al Pt [ i Ha [ ¢+~ | |Channel Point: 3
: : : : | . . | . H : H Channel Point: 4
TN EEEEE REEEEEEEEEE e R R EERERE R R REEEE
T . . . _:__I__L_J__L_:__!__#_L_L
i i i i i i i i i i i Difset: 0 |
1260 oo [ R [ e . A . [N [ o mm
i i i i i i i i i i i i i i Y mrm
1| S P e PO [ S PR H— Leemodemes PO I i
Lo e e et | elete| s |
L RS T RS e R S S S Rl SR S Sk e 1
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q# Log Buffer
Instrument Channel Raw’ MIN Max TOT AVG  awg

B_.L_J_Her - LNHL: Intemal Battery T rrrr
|V} Main Buler j E SDI Task Table #1: Temperature f; r r r r
Fh;‘:;f:;f”: 124 501 Task Table #1: Batter T
Log Inerval 25Dl Task Table #1: Ultasonic Depth - @ [ [ [ [
[15 min | | [R5 500 Task Table #1: Velocity Mo T
Subllntenal g 500 Task Table #1: RSSI ~ R
|<Nm‘e> = 124 5D Task Table #1: Spread ~ e
kf.fmil,ie}ime; 4butes 124 5D Task Table #1: EC.T 1 rr
2450 days 2330 hhirom E 5Dl Task Table #1: Pressure Depth f; r r r r
Log 4-byte Time Stamp E 5D Task Table #1: Baro Reference M [T
Program Size: Mo, B Starflow #1: Avea ~ N [
Buffer Size [Kb] EETE 8 Starflow #1: Flow Fate ~ N [
8 Starflow #1: Flow WMo T T
" Linear ¢ Circular ¥ Starflow #1: Tatal Flow .F_;__. 117 [

¥ Auto Order Q
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5.2. Modbus RS485 Operation

The Starflow QSD can be operated as a Modbus RTU Slave sensor. The Baud rate and
parity selected must be configured prior to using the instrument. The instrument supports
configurable Baud rates for the RS-485 Communication Port (the SDI-12 Port is fixed to
1200/9600 as per the SDI-12 standard). There are two configuration parameters (baud rate
& parity), and these may be changed via Modbus commands.

When changing these, the new settings come into effect AFTER the response has been sent
to the Modbus PC utility. To continue communicating via RS-485, the PC utility’s baud rate
settings MUST then be changed to match that of the Starflow QSD.

RS485 Baud rate and Parity setting options can be configured using Modbus commands
(refer to QSD Modbus supplement document).

5.2.1. Reading the measured parameters via Modbus

Physical links requirement: RS485 - low power, 2V, three-wire (A/B signals & ground),
differential, half-duplex; at 9600bps (support up to 1000m cable, at 19200bps up to 500m
cable, at 115Kkps up to 100m cable) and it supports PP, MD & MP protocols.

Protocol requirement: MODBUS (Modicon) - variable speed (9600 & 19200), MD over
RS485. For PC configuration, a USB to RS485 converter is required. The instrument must
be powered via 12V and ground; A- and B+ signals will need to be connected as per the
wiring table in specifications section 2.0.

The instrument supports the Modbus RTU communication protocol; this is the format of
choice for serial communications, such as RS485/RS232, as it is the most efficient.

The general message structure will consist of the device address, function code, data
payload and checksum.

5.2.2. Master Format
Device Address Function Code Data Payload CRC

Device address — 1 byte field ranging from 1 to 247. Broadcast address 0

Function code — 1 byte field with a value range 1-127 representing the standard or
extended function code

Data payload — 0-N bytes with response data from the device. Error response will be a
1 byte value 1-255.

CRC - 2 bytes computed mathematically.
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5.2.3. Slave Response Format

Device Address

Function Code

Data Payload

CRC

Device Address — Echo of the device address sent in the master message to the device.

Function code — Echo of function code sent in the master message to the device.

Data payload —
CRC -

5.2.4. Standard Message Format

0-N bytes with the response from the device.

2 bytes with a value computed mathematically.

Read Holding Registers are used to retrieve measurements.

Message Response
Address 1 byte 1-247 Address 1 byte 1-247
Function Code | 1 byte 0x03 Function Code | 1 byte 0x03
Data Address 2 bytes 0 to OXFFFF Byte Count 1 byte
Register Count | 2 bytes Data Payload | N bytes
CRC 2 bytes CRC 2 bytes
*Byte count = 2*Register Count
Write Single Register is used to configure instrument settings.
To set a single register in a device:
Message Response
Address 1 byte 1-247 Address 1 byte 1-247
Function Code | 1 byte 0x06 Function Code | 1 byte 0x06
Data Address 2 bytes 0 to OxFFFF Byte Count 1 byte 0 to OxFFFF
Register Count | 2 bytes 0 to OxFFFF Data Payload | N bytes | O to OxFFFF
CRC 2 bytes CRC 2 bytes

RS485 Settings

Baud rates — Support Baud rates from 9600 to 115200

Data Bits — 8 data bits (7 data bits is not a valid setting for Modbus RTU)
Parity Bits — Even, Odd and None

Stop Bits —1or2

*Default settings will be 9600,8,N,1.
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5.2.5. Modbus Registers

The below list of parameters will all be located in the holding registers.

Sensor Common Registers: Registers Numbered 0001 to nnnn have Data Addresses 0000

to nnnn-1
)I?;g(l;ter (S;;e) Mode/Access _I?;;ae Description
0001 1 Read only ushort Water Temperature * 0.1 DegC
0002 1 Read only ushort Battery Voltage * 0.01 Volts
0003 1 Read only ushort Water Depth (Ultrasonic) mm
0004 1 Read only sshort CW Water Velocity mm/s
0005 1 Read only ushort RSSI
0006 1 Read only ushort Signal Spread
0007 1 Read only ushort EC Conductivity Un-Corrected
0008 1 Read only ushort EC Hi-Resolution Un-Corrected
0009 1 Read only ushort EC Conductivity Temperature Corrected
0010 1 Read only ushort EC Hi-Resolution Temperature Corrected
0011 1 Read only sshort Accelerometer X
0012 1 Read only sshort Accelerometer Y
0013 1 Read only sshort Water Depth (Pressure) mm
0014 1 Read only ushort OWB Barometric Reference mm

Example 1: Water Temperature

Send - 01 03 00 00 00 01 84 0A
Receive - 01 03 02 00 DC B9 DD
00 DC =220

Temperature =220 x 0.1 =22.0 °C
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Example 2: Water Temperature, Battery Voltage, Water Depth, Velocity, RSSI, Signal
Spread

Send - 01 03 00 00 00 06 C5 C8

Receive - 01 03 0C 00 DF 05 3F 00 8D 00 55 00 10 00 18 5E 8D
00 DF =223

Temperature =223 x 0.1 =22.3 °C

05 3F = 1343

Battery = 1343 x 0.01 = 13.43 V

00 8D = 141

Water depth (Ultrasonic) = 141 mm

00 55 =85

CW water Velocity = 85 mm/s
0010=16

RSSI =16

0018 =24

Signal Spread = 24

Note: Refer to the Starflow QSD Modbus supplement document for additional information

5.2.6. Additional Modbus Commands
5.2.6.1. Operation Mode

0 =SDI-12

5 = 5 second Modbus scan update or as per how often the Modbus registers are required to
update (5 is the minimum value)

Example: Set Modbus 5 second update (default):
Send - 01 06 00 64 00 05 08 16

Receive - 01 06 00 64 00 05 08 16
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5.2.6.2. Pressure Depth Zero Offset

Example 1: Set pressure depth offset 100mm:

Send - 01 06 00 6D 00 64 19 FC
Receive - 01 06 00 6D 00 64 19 FC

Example 2: Set pressure depth offset -10363mm:

Send - 01 06 00 6D D7 85 86 44

Receive - 01 06 00 6D D7 85 86 44

5.2.6.3. Enable Velocity Direction

Example 1 Change (Enable negative velocity direction):

Send - 01 06 00 E2 00 01 E8 3C

Receive - 01 06 00 E2 00 01 E8 3C

Example 2 Change (Disable negative velocity direction):

Send - 01 06 00 E2 00 00 29 FC
Receive - 01 06 00 E2 00 00 29 FC

5.2.6.4. Changing a velocity range

2 = 3345mml/s

3 = 1673mm/s (Default)
4 = 836mm/s
5=418mm/s

Example Change (Change Velocity Range from 1673mm/s to 3345mm/s):

Send - 01 06 00 6C 00 02 C8 16
Receive - 01 06 00 6C 00 02 C8 16
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5.2.7. Unidata Logger Modbus Scheme Setup

The Starflow QSD can directly connect to the Unidata NRL Logger range using SDI-12.
A scheme can then be set up using the StarlogV4 software to record the parameters
from the QSD and also to enter the channel profile for flow calculations.

1. Create a new scheme and select the logger, e.g., 3004M.

i select Logger Type >
gger lyp

2007 to 2003 MRT - Modelz 4.8 and C ~
2017 bo 2018 MAT Mk A - Models C and D
20017 to 2018 HRTAMMMMRM - Modelz C and D wi/SMb mermam
- 3001 MRL - MRL Manologger
- 3004,/6 NAL - Metal Enclosure
-l 3004aM NAL - Plastic Enclosure, 3G/4G
Wl MEL - b
- 3004ML MAL - Plastic enclosure, LoRa
- 3004N NRL - Metal enclogure
-l 3008 HRAL - Metal enclozure
-l 3016 MAL - Metal enclosure
i% E004-1 - 128K Starlogger [madels A, B and C)
i E004-2 - 128K Starlogger with keyboard and LCD [models &, B and C)
_H E004-3 - 128K Starlogger with keyboard, LCD and PCMCI& card slot [models &, B and C)
Z| 5004041 - 512K Starlogger with LCD [model D)
B004D0-2 - 512K Starlogger with kewboard and LCD [model D
-5 526 - Starflow ulragonic doppler fow recorder [models &, B and C]
-5, BB2EG - 512K Starflow ulragonic doppler flow recorder [model )
B527L - Starflow Q5D ultrazonic doppler velocity and depth
E529-3 - Evaparation monitoring system
E523-3-512K - Ewvaparation manitoring susten w,'512K, loager

AT

Vi

2. Click on the Instruments button and select the PDLTrans Library in the drop-down

menu.
Scheme
B |3,
Settings Add  Delete  New
Q Instument Library
Instrume... - =l
‘ Instrurnent ‘ Description | Famiy ~
Current loop Current input module Input
@ Voltage Veltage input module Input
Themocouple Law level thermocouple amplifier Temperature
LogBuffer Digitalinput modle 16 bit dighalinput module Input
Counter module Digital counter module Input
g<>|_ Microtuine 2-20mé output interface for StaLogger Output
‘Weather Instrument ‘Weather Instrument [all madels) Climate
Events o B503x Wind run Wind run anemometer (all speeds] Climate:
5 B504F5 ‘wind Speed and Direction WD0 'wind Speed and Direction Climate:
g+ ﬁ B506 Raingauge Tipping bucket raingauge Climnate
Q 1 E507 Themistor Unidata thermistor temperature probes (Fed, Yellow and Yialet] Temperature
Mew <) B50Ex Hydrostatic: depth & temperature Hydrostatic depth and temperature sensor Hydio
) B512x Pressure transritter Pressure trarsitter [gaugs and differential] Hydro
,EEHA Soil maisture: Gupsum block soil moisture transducer Climate
@‘? @ B514x Current Shunt Current shunt measurement [all ranges) Input
1 B5184 AD530 AD530 temperature probe Temperature
Qpen ESZSA Relay module 4 channel relay control module Output
Q‘KEEZE—EXT Starflow Flow extension (all models) Hydro
[ ] o B525x Evaporation Evaporation moniltaring system Climate
H = B5a2x Flow Transducer Paddls whesl flow transducer type 4 B.C and E] Hydro
Save b e Wind mornitor RM Young wind speed and direction Climate
4 55354 LM34 Lingar temperature probe T emperature
1 E533 Temperature and RH Combined humidity and temperature probe Climate:
ﬁ)‘ B541 ‘Water Level Instrument HSI0 Shaft encoder Hydio
5543 Babelstar MODEUS protocol convertor Communicatior
}\;i BOUNDCHANNEL  Eound Channel User selectable channel System
ZBuTToNg Test Made Buttans U ser corfigurable test mode buttons System
ﬁ CUSTOMACTION  Custom Action Execute a custom VB script within Starlogh'4 System
40l Digital Inputs Digital input (STATE] channel State:
3= EVENTCNTR Event Counter Record the count of a specified event v
oo e P PPy SR [
< >
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3. Scroll down and double-click the MODBUS Instrument, and it will be added to the
window on the right.

D scheme Instruments

VN NG

&
Add  Delete  New

ey = @ Scheme (3004M NFIL - Flastic encalosure, 36/45 NMM 1eplacement]
B8 Logger Channels
PDLTRANS - Unidata Instrument Library =] 5% Instments
CatCode [nstiument [ Description [ Famiy ~ B MR Scheme - Code template definitons
° 8 NAL - NAL Logger Support and Configuration
8 6529 Evaporation Evaparation monitaring system Climate
= g3 Flow Transducer Paddle whesl flow bansducer [type &,8.C and E] Hydra <) Embzdded Scheme - Stores the scheme informalion on the logger
; ow Trans ' {yps AB ~[2] MODBUS #1 - Generic MODBUS instument
b e Wind monitor RM foung wind speed and direction Climate
4 e53ma L34 Linear temperature probe Temperature
| 653 Tempersture and AH Combined humidity and temperature probe Climate
) 6541 Waler Level Instiument HSI0 Shat encader Hydro
Baabelstar MODBUS protocol corwettor Commuricatior
5 EOUNDCHANNEL  Bound Channel User selectable channel System
ZEUTTONS Test Mode Buttans User configurable test mode buitans System
iy CUSTOMACTION  Custom Action Execute 5 custom VB script within Starlogv4 System
40! Digital Inputs Digitelinput (S TATE) channel Stale
2 EVENTCNTR Event Counter Record the count of  specified event
Gieneric Frequency Universal Frequency instiument Input
Fiessure Transducer Generic analogue depth transducer Hydro
Lookup Generate & lo0kup table to solve & mathematical rslationship Caleulation
Lofia LoFalog data transmission XML Instiumen
EEILOWMEMLED  LCD Display Low memory owerhead HSI0 LD display for Neon loagers XML Instiumen
MBP MBP Message based protocol data hansmission Commuricatior
(OMINMAXTIME  Min/max time Capture the time of the minimum and makimum transducer readings  Calculation
i MODBUILD MODBUS Buider Impot / creats latge MODBUS data tables MODBUS
[£]MODBUSSLAVE  Modbus Slave Configure data logger as a MODEUS Slave Communicatior
DDBUSWRITE - Modbus e Double click on an instrument to add to the scheme Communistior
(DNMMALAHMS Meon Alaims End genenc alam message o Meon using scheme Events XML Instrumen
(DINATAlms NRTAlsms Riaise HightLow alarms from an NAT logger Commuricatior
| NRTCMD NRT Command NRT &d-hoc command generator Contiol
FaouTPUTETL Output Controller Manual output control XML Instiumen
PH pH Generic pH sensor Water Qualty
(O RELTIME Time channels Day of week, minute of day and tie of day channels Time
| RTDPUSH RTD Push NAT Real Time Dats automated push Loager
e Mk dded P e [T R A T R PR, [Rp—

4. Double-click on the 6526-EXT instrument to add the Flow Extension, and it will be
added to the window on the right.

o Scheme Instruments

N AN

Add Delete  MNew

Instrument Library =] 6 Scheme [3004M MAL - Plastic encolosure, 3G/4G MMM replacement]
BH Logger Channels
PDLTRAMS - Unidata Instrument Library J B3 Instiuments

BE NRL Scheme - Code template definitions

CatCode | Instrument | Desoription | Family ~ B AL L Logge Supptnt and Conliprtion
$ g:g;" x_e:the' Instrument xe‘:her '”S“””‘e”‘t[a‘: Tde's]d , E:‘“’ate ) Embedded Scheme - Stores the scheme information on the logger
i ind run ind run anemometer (all speeds imate . )
> BRO4FS ‘Wind Speed and Direction VD0 Wind Speed and Direction Climate ) ;’EE‘S\S f‘ﬂu 1 HE;;E:;S: [iﬁ ;;r:j:;:]manl
ﬁ EROE Raingauge Tipping bucket raingauge Climate
1 6507 Thermistar Unidata thermistor temperature probes [Red. Yellow and Yiolet] Temperature
3 BEORx Hpdiastatic depth & temperature  Hydrostatic depth and temperature sensor Hydio
Q BR12s Pressure transmitter Pressure iansmitter [gauge and differential] Hudra
, 65134 Soil maisture Gypsum black soil moisture transducer Climate
@ E514x Curent Shunt Current shunt measurement (all ranges) Input
1 EA15a 4DA/30 AD530 temperature probe Temperature
B5254, Felay module 4 channel relap contral module Output
£ 6529 Evaporation Evaporation moritoring system Cimate
!Q BR324 Flow Tranzducer Paddle wheel flaw transducer [type 4,.B,C and E] Hudro
x B5334 Wind manitar RM Young wind speed and direction Climate
4 eaaEa L34 Linear temperature probe Temperature
l ER39 Termperature and RH Combined humidity and temperature prabe Climate
ﬁ)‘ 6541 Wi ater Level Instrument HSIO Shaft encader Hudro
EB43 Babelstar MODBUS protocol convertor Communicatior
}\;i BOUWDCHANNEL - Bound Charinel User selectablz channel System
PEUTTDNS Test Mode Buttons User configurable test mode buttans Spstem
‘h CUSTOMACTION  Custom Action Execute a custom VB script within Starlogy4 System
401 Digital Inputs Digital input [STATE] channel State
Z EWENTCHTR Ewent Caunter Recard the count of 5 specified event
Generic Frequency Universal Frequency instrurment Input
Pressure Transducer Generic analogue depth bansducer Hydio
Lookup Generate a lookup table to solve a mathematical relationship Calculation
LoRa LoRa log data transmission HML Instrurmen
LOWMEMLCD  LCD Display Lows memory overhead HSI0 LCD display for Neon loggers %ML Instrumen
| MBF MBF Message based protocal data transmission Cornrunicatior
La YPTRIPPIVEIY VTR PR e b P A
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5. Double-click on the MODBUS #1 Instrument in the right window

Scheme [3004M MRL - Plastic encolasure, 3G/4G MMM replacement]
BH Logger Channels

B Instiuments

-l MRL Scheme - Code template definitions

BH MAL - NAL Logger Support and Configuration

EJ) Embedded Scheme - Stores the scheme information on the logger
(2] MODBEUS #1 - Generic MODBUS instrument

' Starflows #71 - Flaw extenzion [all modals)

MODBUS #1
Generic MODBUS instrument

Name

=

Description | Generic MODBUS instrument
RTU Address q
Logger Port MODEUSO -

MODEUIS Configuration

RTU Function |F|ead Cails (01 ﬂ
Register Murnber [1

Data Type | 16-bit int =
Data Conversion |N0 Conhversion ﬂ

Advanced
Configuration

Refresh Mode: v Log Interval (" Continuious
" Fixed Interval " Manual
Start Read 15 Seconds prior to the log interval
Mew channel l
Channel Editar
Add
Label Mew channel
. Insert
Units
Multiplier 1
Offzet i}
Farmat
Data Type " Signed * Unsigned

Help LCancel | Ok
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6. Scroll down in the Name list and select the Unidata 6527/6537 QSD and click Ok.

MODBUS £1 X

Generic MODBUS instrument

Mame [Unidats 6527/6537 =l
Description |Generic MODEUS instrument

RTU Address |‘|
Ad d
Lagger Port IMDDBLISD -l cEanganaTion |

R

Select channels to import X

5 Channel | Unitz

E Termperature deqC
E Battem W
E Ultrazonic Depth rAfm
E\-"elocit}l mm's
E RS5I

E Spread

m EC.TC us/socm
m Fressure Depth mm
E RefBaro mm

Cancel ¢
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7. Setto Log Interval and set Read Time to 10s (The Starflow QSD will take 5s to take
measurements); make sure the Read time is a multiple of the scan rate.

Unidzta 6527/6537 X

Unidata 6527/6537 Starflow QSD

Name [Dridata 6527 /5537 |
Description |Uridata 527 /6537 Starflow DSD
RTU &ddress 1
Advanced
Logger Part MODBUSD hd Configuration
Refresh Made: " Log Interval " Continuous
" Fixed Interval " Manual
Start Read 10 Seconds prior ko the log interval
Temperature IBallerﬂ Ulrasonic Depth] \u’e\ocity] RSSI ] Spread] EC.TCﬂ;>
Channel Editor
Add
Label Temperature
. Inzert
Uitz deaC
Delete
M ultiplier 01
Otffzet 0
Farmat HHO.0
Data Type ¢ Signed & Unsigned

MODBUS Configuration

RTU Function Read Holding Registers (03] +
Register Murber 1

Data Type TEbit int -
Diata Conversion Big Endian to Litle Endian _+

Help LCancel 0K

8. Open the Flow extension instrument and set up the channel profile, select the Input
Depth channel to be Ultrasonic OR Pressure Depth depending on the site installation
and select the Input Velocity Channel to be Velocity.

T Starflow #1 %
Table Type: |D|:len Channel j Input Diepth Channel
Diepth Fiange: [m =] 2] Uridata 65276537 - Ulrasoric Depth | QK
Flow Range: |Medium ﬂ Input Velocity Channel
Dizplay Units |sz’ s | ﬂ j Cancel

Channel Setup

LI R L e CE L e s Tt S SR 0

Edit Paint

Channel Paint: 1

1 H i . ' i i ! : : ! ! Channel Point: 2
L e A Fial ettt ettt ettt et e e A 1= ==+ | | Channel Point: 3
: : 1 | H . . : i . . . Channel Paint: 4

' ' ' ' ' ' ' ' ' '
280 R R — P [ e —— [ R — [ [P P T 1.
] v \ h i h I h ] v \ 0

L USRS S (O AU S S SO NS S S

Lo Difset D |
1280 F-omde - Peoe- - LR e P . e Pooe- [ | # mm
' : : : : : : : : : : : : v m

Qlear| ge|ete| dd |

[ S S S S S SRS S S S S .
#=630,%=0
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9. Open the Log Buffer and enable the log channels required; if your instrument model
is 6527, then there will be no conductivity reading.

ra

@ Log Buffer
Instrument Channel Réwt MIM  Méx TOT AMG  avg

E:EE[ J B MAL: Internal B attery r r r r r
L Main Buffer -

IUnidata 652746537 Temperature l; r r r r
F””E’ e Uridata B527/6537: Battery ~ e
t i Buffer
Log Interval Unidata 527/6537: Ulrasonic Depth - W@ [ [ [ [
115 min | Unidata 6527 /6537 Velacity M [T [
r”h Interyal E Uridata 6527 /6537: RSSI M
<Monex -

Unidata B527/6537: Spread M [ T [ [
Log Size: M bytes
Mernory Tirme: Uridata 65276537 EC.TC [0 [T [
2490 days 25:30 hiumm Unidata 6527/6537 Presswe Depth W | | [ [

Lag 4-byte Time Stamp Uridata 6527 /6537: Fief.Bara M T [ [

e Starflow #1: &
Program Size: P A A = v [ B
Buffer Size (Kb)  [7125 ke || o oo HT: Flow Rate v L B

¥ Starflow #1: Flow ™ N
™ Linear f* Circular ¥ Starflow #1: Total Flow Eli-i [ [ [

[v Auto Order Q

10. Save the scheme and exit the scheme editor.
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6. INSTALLATION

6.1. Site Considerations

The Doppler signal received, and the accuracy of the computed velocity is related to the flow
and cross-section characteristics of the site. A suitable site has the following features:

Feature

Description

Flows are laminar, and the
velocity measured by the
transducer can be related to
the mean velocity of the
channel.

Velocity is measured from a limited path in front of and above the
acoustic sensors. This area varies with the amount of suspended
material in the water and the channel characteristics. The user has
to determine the relationship between the measured and mean
velocity.

The channel cross-section is
stable.

The relationship between the water level and the cross-sectional
area is used as part of the flow computation.

Velocities are greater than 20
mm/second.

The transducer does not process velocities slower than this. The
maximum velocity is 5 metres/second. The transducer will
measure velocities in both directions.

Reflectors are present in the
water.

Generally, the more material in the water, the better. Starflow QSD
generally works well in clean natural streams, but problems may
be encountered in extremely clean water, such as snow melt.

No excessive aeration

Bubbles are good scatterers, and occasional small bubbles will
enhance the signal. However, the speed of sound can be affected
if there are excessive amounts of air entrapped in the flow.

The bed is stable, and
Starflow QSD will not be
buried by deposits.

Some coating and partial burying have little effect on the
measured velocity, but they should be avoided. Any burying or
sediment covering the depth transducer will affect the depth
reading results.

Starflow QSD Pointing
Upstream or Downstream?

Pointing the sensor end downstream will stop it from accumulating
debris; however, in some channels, the sensor body may disturb
the velocity distribution unacceptably. The velocity reading will be
positive when pointing upstream and negative when pointing
downstream. The Starflow QSD may be configured to only read
positive velocities regardless of water flow direction.

Starflow QSD Depth sensor
not situated parallel to the
surface?

If the Depth sensor is not parallel to the surface (~ £10 °), the
readings could be compromised.

Corrugated Pipes

In general, the Starflow QSD is not suited to installation in
corrugated pipes.
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6.2. Instrument Mounting — Pipes & Culverts

A typical installation is in a pipe or culvert with diameters between 150mm and 2000 mm.
The Starflow QSD should be located near the downstream end of a straight and clean
culvert, where non-turbulent flow conditions are maximised. The mounting should ensure
the unit sits right on the bottom to avoid debris catching beneath it.

It is recommended that in open pipe situations, the instrument is situated five times the
diameter from the opening or discharge. This will allow the instrument to measure the best
possible laminar flow. Keep the instrument away from pipe joints. Corrugated culverts are
not suitable for Starflow QSD instruments.

/Dia e.g. @150.00

Distance = 5 x Dia e.g. 750.00
|

Diagram showing instrument five diameters in from pipe opening.

In culverts, the sensor can be mounted on a stainless-steel band that is slipped inside the
pipe and expanded to lock it in position. In open channels, special mounting brackets may
be required.

The Model 6705 Expanding Band kit allows you to install a Starflow QSD instrument into a
pipe. The kit design is modular, allowing it to fit into any size pipe. The band is flexible
enough to fit irregular shapes, such as ovoid (egg-shaped) sections. All components are
made from stainless steel, and the band fittings are 100mm wide to fit the standard Starflow
QSD mount.

Although pipes come in standard diameters, their dimensions are not always accurate. This
means that an expanding band system must allow the installer to make adjustments on-site.
To achieve this, the Model 6705 system is made so that general assembly can be done in
the workshop, whilst adjustments can be made in the field with hand tools. An expanding
turnbuckle locks the band into the pipe. To determine what installation hardware is needed
for pipe installation, the pipe diameter needs to be known.
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Pipe Diameter | Clamp Bands Joiners
Up to 600mm 6705A 6705D -
600 - 1200mm | 6705A 2 x 6705D 1
1200 - 1800mm | 6705A 3 x6705D 2

Note: Pipes less than 150mm in diameter are NOT RECOMMENDED for Starflow QSD
installation due to the instrument’s size. Do the following:

1. If the inside circumference of the pipe is ACCURATELY known, then cut the band
assembly to this length, LESS 25mm, for fitting clearance. Circumference (length) =
Diameter x 3.14

2. Arrange the clamp, band(s) and joiner(s) so that the Starflow QSD unit will be positioned
at the bottom (invert) of the pipe and an Expanding Clamp at the top (obvert) of the pipe
(see diagram).

6705D 1800mm long
. % Band Segment
- -
I
\ HW-M3-12.PHMS
: & HW-M3-NYLOCK-SS
6705A Small Expanding Clamp 6705D 1800mm long

Band Segment

z\;}“ 5. -

— HW-M3-12-PHMS

67050 1800mm long & HW.M3.NYLOCK.SS

Band Segment

s

6705D 1800mm long
Band Segment

6705F Band
Joiner

HW-M3-12-PHMS
& HW-M3-NYLOCK-5S

6705F Band
—n .
Joiner

6705F Band
Joiner

Starflow QSD

6705D 1800mm long
Band Segment

3. Dirill 4 x 5mm holes, 85mm, spaced in the centre of the band to locate the instrument.
Use the Starflow QSD mounting clamp 6527M as a guide.
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Use a small pilot drill bit (about 2mm), then finish with the 5mm bit. When drilling
stainless steel, use a slow speed and high pressure. Avoid stopping as the material will
work harden, making it more difficult to drill.

4. Use M3 x 12mm stainless steel machine screws and M3 nylock nuts (supplied) to
connect all parts. (If pop rivets and the pop rivet gun are available, they can be used as
the replacement for the screws and nuts sets)

Note: the band length must be measured to include the Expanding Clamp (fully closed),
bands and joiners altogether, as shown.

5. Position and tighten the Starflow QSD and band, and bolt the Starflow QSD mount to
the band.

6. Fold the band into a circle to easily fit inside the pipe and position it into place inside the
pipe.

7. Slip the loose end of the band into the expanding clamp.
8. Adjust the clamp until the band is tight inside the pipe (use a spanner if necessary).

6.3. Instrument Mounting — Open Channels

Open channel installations share many of the considerations required for pipes and
culvert installations.

The mounting of the instrument may be determined by the type of channel and its
construction. The instrument mounting bracket should be securely affixed to the floor of
the channel, either directly or via an intermediary platform, such as a suitable concrete
slab or a stainless steel plate.

Unidata Manual - 6527B and 6537A Starflow QSD User Manual 15 10 2025 Page 42



nidata Manual - Starflow QSD Model 6527B and 6537A

Where possible, the cable to the instrument should be run back behind the instrument for
several meters to minimise the effect of debris caught in the cable on the measurement.
Appropriate shielding or conduit should be installed to protect the cable from damage.

Care should be taken when selecting the site. Choose a location where the water flow is
uninterrupted and there are no obstructions. The photo on the above right is perhaps the
most ideal site with the Starflow QSD looking into the direction of flow.

It is not always possible to prepare the site, such as shown in the above photo examples.
If mounting in a stream bed, look for a site free from rocks, fallen tree branches and
sharp bends in the channel. Also, beware of areas where the water is turbulent and
choose a site that is free from standing waves and whirlpools. These will reduce the
effectiveness of the Starflow QSD and may return poor data.

If the stream bed is continually moving, there is a chance of the Instrument being
covered by silt. The Starflow QSD will not work if it is covered by silt or sand. If this is a
problem, then the Starflow QSD must be raised above the stream bed and a depth offset
introduced.

The use of the Doppler Spectrum utility is useful when selecting a suitable site. This
Doppler Spectrum utility can assist during the installation of the Starflow QSD to
determine the suitability of a potential site. It can show the operator the quality of the
data being returned by the instrument in Real-Time. By changing the location of the
instrument, real-time information is fed back to the operator to assist in locating the
instrument in the best possible location.
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7. INSTRUMENT MAINTENANCE

The Starflow QSD requires very little maintenance. During routine site visits, the following
checks can be performed:

Conductivity sensor

Ultrasonic Depth

Sensor ‘ @
Velocity
Sensors

Piezo element Clean the instrument surfaces where the Piezo elements are

faces located by wiping them with a cloth. If needed, a plastic scraper can
be used to remove any biofouling. Take care not to scrape the
surface of the instrument. Refer to the above diagram for the areas
where the ultrasonic eyes and conductivity sensors reside. These
areas must be kept clean.
The front face of the instrument and the area above the depth Piezo
should be clear.

Pressure depth Check that the opening to the depth pressure sensor is clear of any

sensor fouling. Use a brush to clear any material.

Conductivity With a cloth, wipe the electrode faces. Do not use abrasive

Electrodes materials to clean them, as this will affect the calibration of the
conductivity measurement.

Cable Inspect the cable to ensure that it has not been damaged.

General inspection  Visually check the instrument to see that it has not been damaged
by heavy debris in the measured stream.

Unidata Manual - 6527B and 6537A Starflow QSD User Manual 15 10 2025 Page 44



nidata Manual - Starflow QSD Model 6527B and 6537A

200000 OOS

8. FACTORS AFFECTING FLOW MEASUREMENT ACCURACY

Starflow QSD measures velocity to an accuracy of £2% and depth to +1% of the range. This
is logged to a resolution of 1 mm/sec and 1mm, respectively.

The purpose of the Starflow QSD system is to produce velocity data. There are many
opportunities for errors to accrue in the process and degrade the result. These can be reduced
or eliminated by using the instrument properly. Some of the more significant potential error
sources follow.

8.1. Alignment with Flow and Depth

For the calibration to be valid, the transducer needs to be horizontally and vertically aligned
with the flow. While Starflow QSD instruments are calibrated pointing into the flow, they can
be pointed downstream with little loss of calibration accuracy. You may want to do this when
fouling of the sensor face is a problem. Any angled flow in the horizontal plane will reduce
the recorded velocity.

The Starflow QSD instrument must be mounted in the water parallel to the surface for depth
readings to be measured accurately (~ +/- 10°); otherwise, the depth may be read
inaccurately, and therefore, the recorded depth can be recorded incorrectly.

8.2. Instantaneous Versus “Averaged” Velocity

When you observe Starflow QSD velocities, they will be seen to vary by 10% or more from
scan to scan at some sites. Because Starflow QSD is very sensitive to variations in
velocities, you are able to see the natural velocity changes in the channel.

Although the discharge in a channel may be reasonably constant for a period of time, the
velocity distribution is always changing. Different velocity streams wander from side to side
and bed to surface as they progress down the channel. Turbulent swirls and eddies are
carried downstream for long distances while they slowly decay. Hydrographers are used to
having this action partly removed by the mechanical inertia of a current meter and the period
over which a typical measurement is timed. However, all will have noticed that the rate of
revolutions of the current meter varies during the timing period.

Continual velocity logging at one location with a Starflow QSD will show these cyclic velocity
pulsations. The characteristics will be different for different sites and will vary with discharge.
Cycles will typically include short period fluctuations (a few seconds) overlaid on longer
cyclic fluctuations (up to many minutes). Longer-term pulsations may also be seen,
particularly in larger streams when in flood.
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When comparing Starflow QSD velocity and mechanical current meter readings, the display
should be observed long enough to estimate the mean of the readings. The Starflow QSD
will do most of this processing internally but, if an external logger is being used to record the
readings, the averaging could also be done here. This will help attenuate short frequency
variations.

8.3. Conversion of Logged to Mean Velocity

The measured velocity data may have to be adjusted during post-processing to reflect a
mean velocity for the channel. The factors used will be site-specific and must be determined
by the operator. This is done by obtaining a mean channel velocity by conventional
techniques and comparing it with the average logged velocity. If necessary, this process
should be repeated at various discharges. Where the relationship is complex or unstable, the
accuracy of this method is compromised.

In laminar flow conditions, the channel mean velocity could be expected to be between 90%
and 110% of the logged velocity.

In small channels (say a 500mm diameter pipe), the factor may be close to 100% as a
representative area of flow will have been “seen” by Starflow QSD and contributed to the
logged velocity.

In larger channels, only the area adjacent to Starflow QSD will be “seen”, and the
relationship will depend on how this portion relates to the vertical and horizontal velocity
distribution in the channel. An instrument located in the centre of the stream would normally
be in a higher velocity area. However, in a deep channel, Starflow QSD may only see the
slower portion of the velocity profile.

8.4. The Speed of Sound in Water

Velocity measurements are directly related to the speed of sound in water. The factor used
to scale the velocity measurement is based on the speed of sound in freshwater at 20°C
(see table below). This velocity of sound gives a calibration factor of 0.550mm/sec per Hz of
Doppler shift.

This calibration factor may be adjusted for other conditions; for example, the calibration
factor for seawater is 0.5618mm/sec/Hz.

The speed of sound varies significantly with water density. Water density is dependent on
pressure, water temperature, salinity, and sediment content. Of these, the temperature has
the most significant effect, and it is measured by the Starflow QSD and applied in the
correction of velocity measurements.
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The Starflow QSD corrects for the variation of the speed of sound in water due to
temperature using a factor of 0.00138mm/s/Hz/°C. This correction is the best fit for water
temperatures between 0°C and 30°C.

The following table shows how the speed of sound varies with temperature and between
fresh and seawater.

Temperature (°C) | "Fresh Water" | "Sea Water"
0 1402 1449
5 1426 1471
10 1447 1490
15 1466 1507
20 1482 1521
25 1497 1534
30 1509 1545
35 1520 1555

The velocity of Sound in Water (m/s) at atmospheric pressure

Bubbles in the water are desirable as scatterers, but too many can affect the speed of sound.
In the air, the speed of sound is about 350 m/s.
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Starflow QSD Model 6527L

9. STARLOG V4 STARFLOW QSD INSTRUMENT-ONLY SOFTWARE
INSTALLATION

Please follow the procedure below to install the Starlog 4, Starflow QSD Instrument-only
software. You must ensure you have full “Administrator Rights” to install this software
package. Please consult your IT professional if you are unsure.

Use the supplied software disk along with your software key for a successful installation. The
Software Key can be found on the program disk that was supplied with the Starflow QSD
instrument.

A fresh copy of StarlogV4 can be obtained from the Unidata Website at the following
address.

https://www.unidata.com.au/products/datalogger-software-and-accessories/starlog-v4-
software/

If you obtain a fresh copy from the web, you can be certain that you have the latest version
of the software.

Organize Extract all files =~ 0 @

¢ Favorites Mame Type Compressed size Password .. Si

Bl Desktop =7 StarlogV4_revi07 Application 18140KB No
4 Downloads

=) Recent Places

= Libraries
3 Documents
rJ'- Music
[ Pictures

E Videos
% Computer

?‘ Network

4 I »

1| Starlogv4_revi07 Compressed size: 17.7 MB Ratio: 1%
l Size: 17.8 MB Date modified: 7/18/2013 10:32 AM
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Once the download is complete, locate and run the StarlogV4.exe file. Ensure you have
administrator rights before running this file.

Open File - Security Warning li—E-J

The publisher could not be verified. Are you sure you want to
run this software?

a Mame: ..mpl_StarlogV4_revi07.ziphStarlogv4_revi07,exe
Publisher: Unknown Publisher
Type: Application
From: Ch\Users\AdministratorAppDatatlocal\Temp\Te...

Run | | Cancel

I | This file does not have a valid digital signature that verifies its
a8 publisher. You should only run software from publishers you trust.

"

" How can | decide what software to un?

b

Press “Run” when you see the dialog box above.

8 Setup - Starlog V4 = |

Welcome to the Starlog V4 Setup
Wizard

This will install Starlog V4.00.0107 on your computer,

Itis recommended that you close all other applications before
continuing.

You must be logged in as an administrator to install Starlog V4,
and Starlog V4 requires full read fwrite access to the Starlog V4
directory and all sub-directories.

Click Mext to continue, or Cancel to exit Setup.

Mext = ]| Cancel

Close all other programs currently running on the computer and then press “Next”.
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ﬁ! Setup - Starlog V4

License Agreement
Please read the following important information before continuing.

Please read the following License Agreement. You must accept the terms of this
agreement before continuing with the installation.

UMIDATA FTY
SOFTWARE LICEMCE AGREEMENT

IMPORTANT: PLEASE READ THIS SOFTWARE LICEMCE AGREEMEMT CAREFLULLY.

By installing the package you ("Customer”) show acceptance of the terms of this
Licence, If Customer does not agree to the terms of this License, promptly return
the unopened diskette package and accompanying related material, together with
proof of purchase, for a full refund.

|Unidata Pty agrees to grant and the Customer agrees to accept on the following
terms and conditions a perpetual, non transferable and non exdusive license to

use the software programs and related materials (Licensed Programs™) delivered ™

< Back ][ Mext = ][ Cancel

Click on “I accept the agreement” and press “Next”.

i Setup - Starlog V4 - —y - - =

Select Destination Location
Where should Starlog V4 be installed?

] Setup will install Starlog V4 into the following folder.

To continue, dick Mext. If you would like to select a different folder, dick Browse.

tarlog Browse...

At least 36,5 MB of free disk space is required.

<Back || mext> | | cancel ]J

Do NOT change the path. StarlogV4 needs to be at this location. Do NOT install into the
“Program Files” folder. If you do this, StarlogV4 will not run correctly!

Unidata Manual - 6527B and 6537A Starflow QSD User Manual 15 10 2025 Page 50



nidata Manual - Starflow QSD Model 6527B and 6537A

200000 S

-
[;'5' Setup - Starlog V4

Select Start Menu Folder
Where should Setup place the program's shortcuts?

E i Setup will create the program's shortcuts in the following Start Menu folder.

To continue, dick Mext. If you would like to select a different folder, dick Browse.

tarlogy 4] Browse...

< Back ][ Mext = ][ Cancel

Select program shortcuts as required.

ﬁ' Setup - Starlog V4

Select Additional Tasks
Which additional tasks should be performed?

Select the additional tasks you would like Setup to perform while installing Starlog V4,
then dick Mext.

Additional icons:
I3
[7] create a Quick Launch icon

< Back ][ Mext = ][ Cancel
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ﬁ%‘ Setup - Starlog V4

Ready to Install
Setup is now ready to begin installing Starlog V4 on your computer.,

Click Install to continue with the installation, or dick Badk it you want to review or
change any settings.

Destination location:
C:\starlogV'4

Start Menu folder:
StarlogV'4

Additional tasks:
Additional icons:
Create a desktop icon

< Back || Install || Cancel

Press the “Install” button once you have selected your start icon options.

- .

Completing the Starlog V4 Setup
Wizard

ﬁl Setup - Starlog V4

Setup has finished instaling Starlog V4 on your computer, The
application may be launched by selecting the installed icons,

Click Finish to exit Setup.

Click “Finish” once the installation has been completed.
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Starlog V3 Compatibility

Staroghd can subomstically fink o Hres Staogh'3 scheme sdion 5o st you can stll sdi yow V3
schemes. Sedect the path bo the STARLOG EXE

¥ Biews
Select the path o unlosd dats from Stardogh' schemes. The data wll b slosed n Sladogh™d
Tommast (5] i 6 mepeerate sub drechony v each scheme

Etortn

Starlogh/d can unkosd and sepiogeam dalaloggert uang Sladogh'd scheme:. Select the path bo pou
Starkogy'd schemes

Est

When the software is run for the first time, Starlog will ask you for the path of any Legacy
Starlog Version 3 files. Leave all these blank.

i o rarve puchised & user narme and key hom Unidsta, ther wou can enter thess below 1o regisher the program.
I o et buaros ey theen slect “E rustile 30-daw tnal bo evabushe Stadodd.

i+ Siadfog 4 £ All Insinments & Loggerd ™ Enable 3-day baal

" Staksg 4 Slaiflow Inctnwert Oy~ PLEASE EDIT TO READ STARFLOW QSD
INSTRUMENT OhLY

Eul cfack | Hest |I

This screen allows you to install one of the following:
- Starlog 4 / Starflow QSD Instrument only

- Starlog 4 / All Instruments and Loggers (Full version, additional User Name and code key

Unidata Manual - 6527B and 6537A Starflow QSD User Manual 15 10 2025 Page 53



idata Manual — Starflow QSD Model 6527B and 6537A

required — purchased separately) — Not required if only using the Starflow QSD instrument

.
) Configure StarlogV4

ata

= e |

If you have purchased a user name and key from Unidata, then pou can enter these below to register the program.
If you dan't have a key then select "Enable 30-day trial" to evaluate Starloghd.

i~ Starlog 4 / All Instrurments & Loggers [~ Enable 30-day trial

&+ Etaron 4/ Stadiow Insfument Dnké

Code key I - - - -

E=zit |

<<Back | Mext |

Because this installation will be for the “Starflow QSD Instrument Only” (Supplied free with
the purchase of a Starflow QSD Instrument) then, you will need to select the “Starlog 4 /

Starflow QSD Instrument Only” option as indicated with the red highlight above.

) Configure StarlogV4

If you have purchased a user name and key from Unidata, then you can enter these below to register the program.
If pou don't have a key then select "Enable 30-day tial” to evaluate Starlogy'4.

= Starlog 4 / Al Instruments & Logaers [~ Enable 30-day trial

Code key ! - - - -

Exit | <<Back | Hest |
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[ StarlogV4 |

Now, continue by entering your Code
Key into the window. The Code Key can =
be located on the “Unidata Recorder 'QOZ' Recorder system unlocked.
Software for Starflow QSD” disk that
came packaged with your Starflow QSD
instrument. Press “Next” when done.

Once the Code Key has been successfully entered, you will get a confirmation window, as
shown above. Press “OK”

) Configure StarlogV4

You will now see a window
confirming the registration of the
product, and it will also indicate a
Software Serial No.

Inidata

I Registered User name: n/a
Froan sral e This completes the installation of
the Starlog 4 Starflow QSD
instrument only software onto

your PC.

Unlocked Licenses
SM: 843 - 6526 Starflow Flow Recorder

<<Back

Exit
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10.STARFLOW QSD SCHEME MANAGEMENT

To select an existing scheme, open StarlogV4, click on the Select icon, and the created
schemes will be displayed. The tabs at the top allow you to view all your version 4 schemes
and all your version 3 schemes (if you have any). Select a scheme by double-clicking the
link with its name.

¥ Select Scheme L@@
StarlogV4 | Starlogh'3 |
- Q Starlogy/'4 .
+ ] Templates Scheme:
Demao
Demo2 Description:
test 128K Starlogger with
Keyboard - new
scheme
Logger:
i 128K Starlogger with
i | keyboard and LCD
[models &, B and
C)(6004-2)
10.1. Scheme Editor

To create a scheme, you need to open the Scheme Editor. Click on the Scheme Editor icon
in the main window.

Note: Version 4 software cannot edit version 3 schemes. You must keep a copy of version 3
software installed if you want to edit your old schemes.

Editor

When the Scheme Editor is open, select New Scheme from the File menu, or click the new
icon on either of the toolbars.
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u Starlog¥4 Scheme Editor,
Window

Open Scheme k

Save Scheme

u StarlogV4 Scheme Editor
File  Window

ad & L~

Scheme

Save Scheme As

Setup 4

Exit

A list of data loggers will appear. Select the 6527L — Starflow QSD ultrasonic Doppler
velocity and depth.

D select Logger Type X

----- BE 3004ML MPAL - Plastic enclosure, LoRa ~
----- B 3004M MRL - Metal enclozure
----- BE 3008 NRL - Metal enclosurs
----- BH 3016 NFL - Metal enclosure
E004-1 - 128K Starlogger [models A, B and C)
----- B004-2 - 128K Starlogger with keyboard and LCD [models A, B and C)
:J E004-3 - 128k Starlogger with keyboard, LCD and PCMClA card slot [models &, B and C)
----- 15 600401 - 512K Starlogger with LCD (model D)
----- B004D-2 - 512K Starlogger with keyboard and LCD [model D)
----- B526 - Starflow ultrasonic doppler flaw recarder [models A, B and C)
----- ERZEG - 512K Starflow ulrazonic doppler flow recorder [model &)
3 Starflow O ic doppler velocity and depth
----- E529-3 - Evapoaration monitaring system
----- ERZ25-3-512F. - Evaporation monitoring spstemn w51 2K logger
----- E53E - 4 Electrode Conductivity Recarder [modelz B and C)
----- b E536D - 4 Electrode Conductivity Recorder [model D)
----- ERITL - Starflow OS50 ultrazonic doppler velocity, depth and conductivity
----- i8] 7007 - 512K Prologger (models & and B]
----- F001C - 1kb Prologger [model C)
----- ['wLR - Digital \water Level Recorder
- SustemhMlwa, 55 N

Three new icons will appear inside the left toolbar: Settings, Instruments, and Log Buffer
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10.2. Settings

To control basic logger functionality, click on the Settings icon:

Scheme
‘ Starflow Q5D Ulrasonic Doppler Yelacity and Depth

Scan Fate:

-

Scheme Description

|853?L - Starflow OS50 ulrazonic doppler velocity, depth and

Communicatiorns

R5232 Communications Port
| =
Baud R ate

+| [ Enable Autobaud
Telemetry Switch

add Advanced

One of the most important settings is the Scan Rate. This defines how often the logger
scans (samples) its inputs. Faster scan rates make it more likely the data logger will capture
accurate minimum and maximum but will shorten the battery life.

The scan rate also influences averaging. If you want to log average data every 15 minutes,
then a 5 second scan rate implies 15min x 60sec + 5 = 180 samples. If you don’t need that
many samples, you could increase the scan rate to maximise battery life.

Another limit the scan rate imposes is on the maximum logging interval. The maximum log
interval is 65535 times the scan rate. For example, if you set the scan rate to 1 second, the
maximum logging interval is 65535 seconds, or 18 hours 12 minutes 15 seconds. If you
want a log interval of 1 day, you will need a scan rate of at least 2 seconds.

The Scheme Description should be set to something that will assist you in remembering
what the scheme is for.

Apart from the Scan Rate, the Communication settings are the next most critical. If they're
wrong, you won'’t be able to program or unload your logger! The COM port can be checked
in the Windows Device Manager Settings.
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scheme

y Starflows Q50 Ulrazonic Doppler Yelocity and Depth

Scan Rate:

|1 iir ﬂ

Scheme Dezcription

|853?L - Starflow QS0 ultrazonic doppler velocity, depth and

Communication:
Direct

IJSE Serial Port [COMT] [Default connection
.# ! I ] RS 232 Communications: Part

| comz |

Baud R ate

| 3600

Telemetry Switch

[ Enable Autobaud

Delete ioAdd Advanced

10.3. Instruments

Click on the Instruments icon.

Inztrument Library
| POLTRANS - Unidata Instrurent Libram

CatCode Instrument D ezcription Farnily
% BRZE-EXT Starflow Flow extenszion (all models) Hypdro
]\';i BOUMNDCHAMMEL  Biound Channel User selectable channel System
z EYEMTCNTR Ewent Caunter Record the count of a zpecified event
ﬁ LOOKUP Lookup Generate a lookup table to zolve a mathematical relationship Calculation
@ MINM2TIME Mindmas tirme Capture the time of the minimum and masinum transducer readings  Calzulation
g SCHEME_IMFO Scheme Information  Scheme infarmation report generator System
Q’_ﬁ SFFILTER Starflow Filter Customized Starflow filker and averaging module FLOM
eSITEID Site ID User settable TEXT site 1D charnel System
@ T2L Tirne till log Seconds until log buffer 0 log scan Time
& vERSION Scheme Yersion I aintain & scheme version channel SCHEME

The Instrument Library lets you select from major groups of instruments.

When you select an Instrument Library, all the instruments in the library relevant to the
selected logger are shown. The right half of the Instruments window shows the instruments
that have been added to your scheme.
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Elﬁ Scheme [B537L - Starflow Q5D ultrazonic doppler welocity, depth and conductivity)]
g Logger Channelz
B Instuments
----- f E5Z7/B537 Starflow 05D - Ultrazonic Doppler Yelocity, Depth, [EC for BR37)
----- (50 Scheme - Code template definitions
- . Starflows #1 - Flow extension [all models)

To add an instrument to your scheme, either double-click on its line in the left half of the
window, or select it then click the Add button at the top of the window. A copy of the
instrument will be added to the list in the right half of the window.

For example, to add the Starflow QSD LCD Module instrument to your scheme:

1. Select 6526-EXT Starflow QSD flow extension
2. Click the Add button to add the instrument to the scheme.
™
N RN RN
Add  Delete  New
Instrument Libirary - @ Scheme [E537L - Starfouw 0 whiasaric doppler velocit, depth and conductiviy]
[[2] POLTRANS - Unidata Instrument Library -l g g ‘L:S?iar;::tiw‘s

o 527/6537 Staflow 050 - Ukrasonic Doppler Yelooity, Depth, [EC for 6537)
- g 050 Scheme - Code terplats defintions
L Starlow 1 - Flow eension (all models)

System

Event Counter Recard the count of & speciied evert
Loskup Generate & lokup table to salve & mathematicalreationship Calculation
Min/mas time: Capture the ime of the minimum and masimum transducer ieadings  Caleulation
Scheme Informalion  Scheme informalion repart generatar System
Stalow Fiter Customised Starflow fiter and averaging module FLOW

Site ID User setabls TEXT site 1D channel System
Time tl log Seconds urii log butfer D log scan Time
Scheme Viersion  Maintain @ scheme version channel SCHEME

To remove an instrument from your scheme, select it from the list in the right half of the
instrument window and click the Delete button at the top of the window, or right-click on it
and select Delete from the menu.

To configure an instrument, double-click on its line in the right half of the window, or right-
click on it and select Edit from the menu. Different instruments have different configuration
windows and options.
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10.4. Flow Measurement Extension

Starflow QSD is able to perform a wide range of flow calculations. This enables Starflow
QSD to be used in partly filled circular pipes, regular open channels and natural streams.

Other closed shapes such as ovoid pipes, require a user-defined Area Rating Table.

Terms

Area (A):

Area Rating
Table:

Depth (D):

Velocity (V):

Scan Rate (SR):

Log Interval:

Flow Rate (FR):

Flow (F):

Total Flow (TF):

(Cross section) Calculated by Starflow QSD from the Area Rating
Table using the measured depth.

Units = cm2 or dm2 or m2.

A look-up table of depth versus cross-sectional area of the channel
being measured.

Water depth above the Starflow QSD unit.

Units = mm.

The average (median) velocity of water in the channel measured by
Starflow QSD.

Units = mm/s.

Frequency of Starflow QSD measurement cycle (Default = 60
secs).

Units = second.

Frequency of Starflow QSD recordings. (Default = 15 minutes).
Units = scans

Instantaneous Flow Rate, calculated by Starflow QSD as the
product of Velocity and Area.

Units = I/s or kl/s or Ml/s.

FRVA

Flow volume of each scan interval is calculated by Starflow QSD as

the product of the Flow Rate and the measurement interval (Scan
Rate).

Units =1 or kl or Ml
FFR SR

Totalised Flow Volume.
Units =1 or kl or Ml
TF F

When the Flow Extension is added, select the Depth and Velocity channels, noting that
depending on the site, either the Ultrasonic or Pressure Depth can be chosen.
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90000000
& Starflow #1 X
Table Type: - Input Depth Chanrel
Depth Range: T E \@¥ 6527/5537 Starflow 05D - P Depth e oK.
Flaw R ange: |Medium ﬂ Ihput Yelocity Channel
Display Urits o E \@¥ £527/6537 Starflow (5D - Cw Velacity | Cancel
Pipe Setup
Qftzet [m): ||3 Top (obvert) of pipe
Diamneter [m]: 1.5
Diead Sector [m]: i
10.5. Overview of Creating a Flow Scheme
Creating a Starflow QSD Scheme for flow measurement is a five-step process:
1. Determine the dimensions of the channel.
2. For open channels, create a Cross-Sectional Area in the Flow extension instrument

which has already been added in the scheme editor and enter the parameters of your

channel. Points can be added and deleted, also note that the Starflow QSD range should be
selected, this will be written on the front of the Starflow QSD. If your water depth will always
be below 1m, it is advisable to choose the 1m range.

% 6526 Starflow A B & C
Table Type

Starflow Range: Tm

Channel Setup

3]

Flow Range

‘Medium j

- Display Units

[ on?. 1z | =

oK
LCancel

250 |-
o0 |-
750 |-
10004
1250;-

1800 - -

1750
A=3285,v=127.5

0 250 500 750 1000 1250 1500 1750 2000 2250 2500 2750 3000 325 Offset (mm)

Edit Paint

Channel Point: 1
Chaninel Point: 2
Channel Point: 3

* [1000 mm

Y o mmn
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3. The table type can also be a pipe; in this situation, the pipe dimensions should be

entered.

% 6526 Starflow AB & C

X

Flow Range: ‘Medium

Dizplay Unitz ‘ ok, s, |

Table Type: Fipe e
Starflow B ange: 1m -
Fipe Setup
Offset [m]: |2q
Diameter [m]:

Dead Sector (m):

Top (ebvart) of pipe

=| oK
j LCancel

4. In the case of a User Defined Area Rating Table, select the text file to be used.

% 6526 Starflow A B & C

X

Tahle Type: |Jzer Hating Flow Range: |Medium j oK
Starflow Range: 1m - Dizplay Unitz |cn'F, 15 | j Cancel
User Rating File Browse
5. Once this has been completed, save the Scheme.
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10.5.1. Creating an Area Rating Table

To calculate Flow, Starflow QSD uses a lookup table called the Area Rating Table. The
Area Rating Table is automatically generated when the scheme is saved from information

provided in the Flow extension instrument.

An Area Rating Table is created for each scheme. This table is generated by one of three

methods, depending on the Starflow QSD site.

Type Starflow QSD Site

How Created

Pipe Partially filled circular pipe

Enter offset, diameter, and dead sector in
the Area Rating Table window.

Open Channel | Open channel and natural

stream

Entering the correct dimensions in the flow
extension instrument

User Defined Other closed-in shapes,

like an ovoid pipe

Create a text file listing the measurements.
Nominate this file in the scheme’s User
Rating file.

10.5.2. Partially Filled Pipe

There are four parameters needed to define a pipe installation.

Range (m) Depth range of Starflow
QSD. This defines the depth range
able to be measured by the Starflow
QSD. There are two ranges: 2m and
5m, although if the depth will never be
above the 1m range, this should be
selected for greater precision. Define
the smallest maximum depth for the
channel that is compatible with your
Starflow QSD, as this will give the best
results. For example, for a 2m depth
range, Starflow QSD in a 900mm
diameter pipe, choose 1 to improve
accuracy.

Offset (m) Offset defines the offset
from the bottom of the pipe to the
position of the Starflow QSD depth
sensor. This is usually zero; however,
in some installations, the Starflow QSD
may be located away from the bottom
(to avoid silt and rubbish).

Unidata Manual - 6527B and 6537A Starflow QSD User Manual 15 10 2025

-+

diameter

top (cbvert) of pipe

water level
4

pressure
sensor

STARFLOW
instrument

siltation
\ offset

dead
I sector J[

bottom (invert) of pipe

Pipe Diameter (m) defines the pipe diameter.

Dead Sector (m) The deadband due to siltation
(if any).
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10.5.2.1. Pipe Example 1

The pipe is 1.8m in diameter.

A Starflow QSD unit is mounted at the 1.8
bottom.

water level \
o \

STARFLOW
instrume m\.

No silt (dead sector) in the pipe.

depth sensor

% 6526 Starflow A,B & C

Tahle Type: |F'ipe j Flow Hange: |Medium j oK
Starflow Range: A - Dizplay Units |ent, I/s, | -] LCancel
Fipe Setup
Offzet [m): |D fop (obvert) of pipe
Diameter [m: |-| I
[ead Sector [m): ||j

STARFLOW
instrumesnt
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10.5.2.2. Pipe Example 2
The pipe is 900mm in diameter.

A Starflow QSD unit is mounted 100mm up
from the bottom and there is 75mm of silt in
the pipe.

waaler lavel
I3

Note that the Table Range was set to 1 to
give improved accuracy. Even though using
a 2m depth Starflow QSD, the maximum
depth in this application is 800mm (less
than 1m).

STARFLOW
instrument
. b

% 6526 Starflow AB & C

Table Type: |F'ipe ﬂ Flows Fange: |Medium j oK
Starflows Range: 1m v|  Display Units |enE. 1/, | | Cancel
Fipe Setup
Offzet [m]: |D.1 fop (obvart) of pipe
Diameter [m]: |D.9 _T_
Dead Sectar [m): |0.075 diameter
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10.5.3. Open Channel and Natural Stream

The dimensional definition of any open channel (or stream) consists of pairs of “distance”
and “reduced level” measurements, which define the profile of the channel or stream. These
pairs comprise the Channel Cross-Sectional Area.

. 6526 Starflow A,B & C

Table Type: |Dpen Channel ﬂ Flow Range: |Medium ﬂ oK
Starflow Rangs: [1m v|  Display Urits |, Vs, | | Cancel

Chatinel Setup

0 250 500 7SO0 1000 1250 1500 1750 2000 2250 2500 2750 3000 325 Offset (mm)
R . ) . R e R 1]
N S T
250 poocodeeeeoteooe T R e S e ST B -
1 H H | ' | ' ' . ' i i Channel Paint: 1
| Channel Paint: 2
S e R et e et e e Rl e Channel Point: 3
Channel Paint: 4
| T r E LTt T e S e T s
1000 ; ; ; B S e S A e R S
o s e e e e s o S S o o L
S T T I A
1500 - emmmm e FRRREE R peeeegmees pomeeamees R R R EEE
: : : : : : : : : : : : : : Clear | Delete| Add
L S S St St M s S St S SRS
=265, V=825

For constructed channels, this information is easily determined from known construction
dimensions. For natural streams, you will need to make actual measurements of the stream
bed. In addition, you require two parameters, the depth range and offset.

Range (m) Depth range of the channel. This defines the maximum depth of the channel.
There are two ranges: 2m and 5m.

Define the smallest maximum depth for the channel that is compatible with your Starflow
QSD, as this will give the best results. For example, for a 2m depth range Starflow QSD in a
900mm maximum depth channel, choose 1 to improve accuracy.

Offset (m) This defines the offset (reduced level) of the Starflow QSD instrument from the
reference to the depth sensor.

10.5.3.1. Determining Distance/Reduced Level Information

Select an arbitrary reference point above the highest water level expected. This is a (0,0)
pair. Measure across the channel and down to the channel bed at a sufficient number of
points to define the bed profile. Adjacent points are connected by straight lines. There may
be as many Distance/RL pairs as you need.
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The reference point (0,0) may be any datum standard that must be above the highest water
level.

10.5.3.2. Open Channel Example 1

This Open Channel is a V-notch shape, which is 2m wide and 1.5m deep. A 2-metre depth
range Starflow QSD unit is mounted at the lowest point of the notch.

Reference Distance
0.0) —_|

Reduced
Level

STARFLOW
instrument

{(1.1.5)
The Cross-Sectional Area File is shown below:
00
1000 1500
2000 O

The Area Rating Table window for this application looks like this:

% 6526 Starflow A,B & C

Table Type: |User Riating ﬂ Flow Range: | W ediur ﬂ oK.
Starflow Fange: |2 m ﬂ Dizplay Units |cn'F, [ ﬂ Cancel
Usger Rating File |C: YD ocuments and Settingshbamescihy Documentshstrarflawtst tst Browse

an
1000 1500

20000
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10.5.3.3. Open Channel Example 2

This Open Channel is a pre-formed, two-stage Rectangular Channel, which is 3 metres wide
and 1 metre deep, with a 1 metre x 300mm secondary channel in the centre.

(0.0)  water (3,0)
—X level T X
offset
(1.1) (2.1)
(0,1) (3,1)
©a
(1,1.3) (2,1.3)
The Cross-Sectional Area File (OCEX2.XAC) is shown below:
00
0 1000
1000 1000
1000 1300
2000 1300
2000 1000
3000 1000
3000 O

The Area Rating Table window for this application has these settings:

% 6526 Starflow A B & C

Table Type: User Rating M Flow Range: | Medium j OK
Starflow Fange: 2 m = Digplay Units |cn'F, I¥s. | j Cancel

Uszer Rating File |E:\Documents and SettingsibameschDesktophstarflowtst bt

oo

01000
1000 1000
10001300
20001300
20001000
3000 1000
20000
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10.5.3.4. Open Channel/Natural Stream Example 3

This Natural Stream is 3 metres wide with the shape illustrated below.

3.5,0
(0,0) water level - ( )

v

(1.1)

(2.5,1.8)

(2.2,1.8)

The Cross-Sectional Area File is shown below:

00

500 1000
1000 1000
1200 1300
2200 1300
2200 1800
2500 1800
3500 O

The Area Rating Table window for this application looks like this:

% 6526 Starflow A B & C

Table Type: |Dpen Charmel j Flow Riange: |Medium j oK
Starflow Frange: |2 m j Dizplay Units |cn'F, Iz, 1 j Cancel

Channel Setup

0 500 1000 1500 2000 2500 3000 3500 4000 4500 5000 5500 6000 650 Offset (mm]

Channel Paint: &

A o i
Y oo i

Qbar| erm| add|

e e S S SRS St Mt s St s St S st
#=0340,v=0
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10.6. Other Applications

If the channel you are measuring cannot be defined in the Cross-Sectional Area File (such
as a partly filled ovoid pipe), you must supply your own Area Rating Table. This is referred
to as a User Area Rating Table. This is only necessary if you are unable to create a Cross-
Sectional Area File. For most applications, the Area Rating Table is generated automatically
from a Cross-Sectional Area File you create.

A User Area Rating Table is a text file with 1,000 entries spread evenly over the table range
(as specified in the scheme), representing the cross-sectional area for each depth. For
example, if the table range is 2m (2,000mm), then with 1,000 entries spread evenly, each
entry is 2mm apart.

This table shows the depth for which each entry in the file represents an area:

Table Range 1m 2m 5m 10m
Entry 1 0mm 0mm 0 mm 0 mm
Entry 2 1 mm 2mm 5 mm 10 mm
Entry 3 2mm 4 mm 10 mm 20 mm
Entry 1000 999 mm 1998 mm 4995 mm 9990 mm

There is no special format for the file, only that each entry must be separated by whitespace
(spaces, tabs, or new lines) and that there are exactly 1,000 entries. The numbers must be
positive (zero or greater) and may include a fractional part. The area values are in mm?2.
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11.CONFIGURING STARFLOW QSD

Starflow QSDs are configured just as if they were a regular instrument. When you create a
scheme, an instrument for the Starflow QSD is always added as the first instrument. Double
click on 6527/6537 Starflow QSD. This will then display all the Internal channels available for
logging (e.g., Depth Velocity, Temperature, Battery, Spread, Samples), you will need to
make sure their entries on the Internal Channels tab are ticked:

EQ Scherme [B537L - Starflow OSD ultrazonic doppler velocity, depth and conductivity)
g Lagger Charnels
B Inztruments
f B527/E537 Starflow Q5D - Ulrasonic Doppler Yelocity, Depth, [EC for B537)
: (50 Scheme - Code template definitions
5-----§_\ Starflowe #1 - Flow extension [all models]

o 6527/6537 Starflow QSD >

Ultrasonic Doppler Velocity, Depth, (EC for 6537)

Internal Channels 1

Parent Instrument

i B527/B537 Starflow Q5D - Battery Y ERZ7/BR37 Starflow Q50
f B527/6537 Starflow AISD - US Depth mm E527/B537 Starflow Q50
f BR27/E537 Starflonw Q5D - OW Welocity  mmds  BS27/E537 Starflow OSD

i B527/6537 Starflow Q5D - RSS! E527/E537 Starflow Q5D
" B527/8537 Starflow QISD - Quartile B527 /6537 Starflow Q5D
[l 527 /6537 Starflow OS0 - EC.T usSfocm  BB27/E037 Starflow GSD
f G527 /6537 Starflow Q5D - P Depth ] B527 /6537 Starflow Q5D
f B527/6537 Starflow (5D - BP Ref L] E527/6537 Starflow GSD
i B527/E537 Starflow Q5D - EC uSsem B527/EE3Y Starflow Q5D
f B527/8537 Starflow QISD - P/ Yelocity  mmds  B527/6537 Starflow Q50
[l E527 /6537 Starflow Q50 - Tilt deg E527/6537 Starflow GSD
f B527/6537 Starflow QIS0 - Tilty deq B527 /6537 Starflow Q5D

Help Lancel | ok |

Please note that Starflow QSD is not a “plug and play” type of instrument.

To get the most accurate and reliable information relevant to your installation, you will need,
in a way, to “calibrate” Starflow QSD. That’s why it is always recommended that initially,
Frequency, Spread, Samples and Signal are ticked in the internal channels TAB. This
selection will slightly increase power consumption, but it will provide valuable information for
the “calibration” of the Starflow QSD. Later, when all parameters are set accurately these
channels can be unselected.
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Note: When connecting the first time click on Click on the Sonic Icon then settings and
select Configure Sonic — Set the configuration parameters as shown including the COM port
that is being used (COM®6 in sample below but will be different on each PC)

e. Unidata StarLogVd
File Logger Window

StarlogV4

0

w
i,
w

L,

3

b
Q
(1=}
5
3

) 4

]

2 2

o=
=

c
1
o

¥

R

-
g
=
o
&

Sonic

B SONIC - Starflow QSD Senic Menitoring Software - V3,25 (V25) - [m] *
CONNECT | SETTINGS | TOOLS EXIT

[ Configure QSD

l [ Configure SONIC |
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SONIC - Configuration Parameters n

SONIC COM Port  |COME e RS-485 Baud Rate |115200 e
SONIC COM Type |RS5-43% w RS5-485 Parity-5B  |3-N-1 w

[] Enable ADVANCED User Mode

Retum
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11.1. Configuring the Starflow QSD as an SDI-12 Sensor

When the Starflow QSD is an SDI-12 sensor, other SDI-12 recorders can access and log
data sensed by it. This can be useful if you have something with a limited number of inputs,
such as a Starflow QSD, but would prefer to have all data at a site logged by a single logger.
You could configure the Starflow QSD as an SDI-12 sensor and use a Neon Remote Logger
(IP logger) as an SDI-12 recorder to log the depth/velocity/flow from the Starflow QSD, as
well as whatever other instruments you have (e.g., wind speed/direction, air temperature,
rainfall).

To set a Starflow QSD as an SDI-12 sensor as well as a logger:

1. Click on the Sonic Icon
o Unidata StarLogV4

File Logger Window
Starlogv4

Test Mode

Sonic
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2. When connecting the first time click on settings and then Configure Sonic — Set the
configuration parameters as shown including the COM port that is being used (COM6
in sample below but will be different on each PC)

CONNECT

EP SONIC - Starflow QSD Sonic Monitering Software - ¥3.25 (V25)

SETTINGS | TOOLS EXIT

Configure QSD

Configure SONIC

SOMNIC - Configuration Parameters

Retum

SONIC COM Port  |COMG w R5-485 Baud Rate |115200 w
SONIC COM Type |RS-435 w R5-485 Parity-5B | 3-N-1 w~

(] Enable ADVANCED User Mode
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3. When the SONIC window appears, click on the Connect button

B SONIC - Starflow QSD Sonic Meonitoring Software - V3,25 (W25)

CONNECT JSETTINGS T100LS EXIT

4. When connected, click on Settings and then Configure QSD

W SONIC - Starflow QSD Sonic Menitoring Software - V3.25 (V25)

CONNECT §| SETTINGS | TOOLS EXI
| Configure QSD

Configure SONIC

I

5. Click on the Configure SDI-12 button

050 Configuration Settings

UFDATE Serial No. [371111

QSD Settings

QSD Modbus Add.
Low Battery (V)

Corfigure
SDl-12
Water Level
Adjust

6. Using the dropdown buttons, select which channels you would like to configure for
SDI-12 output, these can be internal channels (indicated by Q at the beginning of
channel name) or logged data channels (indicated by L at the beginning of channel
name). Click save once configured.
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a5l SDI-12 & Modbus Channel Configuration *
Param 1 |& w Param 5 |3 Level ¥ v
Param 2 |3 Battery ~ Param 10 |3 Level ¥ -
Param 3 [@ Depth{L ~ Param 11 |@ DepthiF) ~
Param 4 [@ Velocity(C) - Param 12 @ Barometer -+
Param 5 |@ R3SNC) b4 Param 13 ~
Param & |@ Spread w Param 14 o
Param 7 |@ Cond{UC) w Param 1% ~
Param 8 [@ Cond(TC) b4 Param 1& ~
s0Dl-12
= 2
e
gy SDI-12 & Modbus Channel Configuration
R0 Temperature | B Paramﬂlcl Level X vl
Param 2 E perature Param 1£I|G Level Y V]
Param 3 Depth{) Param 11|Q Depth(P)  ~|
elocity(L)
Param 4 | RSSIC) Param 12[9 Barometer V]
G Spread
Param 5 Q Cond(UC) Param 13[ V]
Param & |G Cond(TC) Param 14I "’]
G Level X
Param 7 |Q Level Y Param 15 | v|
G Depth(P)
Param 8 |5 Barometer Param 1E| VJ
L Temperature
L Battery
L US Depth
L CW Velocity
Betum L RSSI sDI-12
L Spread Parameters

Note: Most SDI-12 outputs are 16-bit Integers, and Larger Flow parameters (Flow Rate,

Flow and Total Flow) are configured as a 32-bit integer; the Flow Rate will require a
multiplier of 0.001, and other flow parameters have a multiplier of 1.

All other parameter definitions can be found in Section 5.1.1.
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7. Click the Return button and then Exit.

B SOMIC - Starflow QS0 Sonic Menitoring Software - ¥3.25 (V25)

CONNECT SETTINGS TOOLS

QSD - Addr: 1 “

11.2. Configuring the Starflow QSD for Modbus RTU

When the Starflow QSD is a Modbus sensor, other Modbus recorders or PLCs can access,
and log data sensed by it. This can be useful if you have a device with a limited number of
inputs, such as a Starflow QSD, but would prefer to have all data logged at a site by a single
logger or PLC. You could configure the Starflow QSD as a Modbus sensor and use a Neon
Remote Logger (IP logger) as a Modbus recorder to log the depth/velocity/flow from the
Starflow QSD, as well as whatever other instruments you have (e.g., wind speed/direction,
air temperature, rainfall).

To set a Starflow QSD as a Modbus sensor as well as a logger:

1. Click on the Sonic Icon

o. Unidata StarLogVd
File Legger Window

Starlog¥4
T

€ iU

Program

) 1

FULL
Unload

¥

INC Unload

e

View Data

R

Test Made

|

Sonic
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2. When the SONIC window appears, click on the Connect button.

B SOMNIC - Starflow QSD Sonic Monitoring Software - V3.25 (V23]

CONNECT JSETTINGS T100LS EXIT

3. When connected Click on Settings and then Configure QSD.

W SONIC - Starflow QSD Sonic Menitoring Software - V3.25 (V25)

CONNECT §| SETTINGS | TOOLS EXI
: Configure QSD

Configure SONIC
I

4. Click on the Configure SDI-12 button.

05D Ceonfiguration Settings

UFDATE Serial No. |371111
QSD Settings
QSD Modbus Add.
Low Battery (V)
Corfigure
SDI-12
Water Level
Adjust
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5. Click on the SDI-12 parameters button.

Param 1
Param 2
Param 3
Param 4
Param 5
Param &
Faram 7

Param 8

a5l SDI-12 & Modbus Channel Configuration

Temperature

Batteny

Depthi{Ll)

Velocity(C)

RSSIC)

Spread

Cond(LIC)

D 2|2|e])] o 2|2 e

Cond(TC)

SAVE

Param 3
Param 10
Param 11
Faram 12
Faram 13
Param 14
Param 15
Faram 16

3 Level ¥

3 Level Y

Q Depth(P)

3 Barometer

SD-12
Parameters

6. Using the dropdown buttons, select which channels you would like to configure for Modbus

output, these can be internal channels (indicated by Q at the beginning of channel name) or
logged data channels (indicated by L at the beginning of channel name). Click save once

configured.

o' 5D1-12 & Modbus Channel Configuration

Temperature

Batteny

Depth{L}

Velocity(C)

RSSIC)

Spread

Cond{LIC)

Q
a
a
Q
Q
a
a
Q

Cond(TC)

3 Level X

@ Level Y

@ Depth{F)

2 Barometer

Modbus
Reaisters
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LA N N ]

gl SDI-12 & Modbus Channel Configuration

Reg 500 | &

Reg 501
Reg 502
Reg 503
Reg 504
Reg 505
Reg 506 507
Reg 508 509

Q

& Depthill)
Q Velocity(C)
G RSSIC)

2 Spread

G Cond{LIC)
& Cand(TC)
Q Level X

0 Level Y

& DepthiP)
3 Barometer
L Temperature
L Batteny

L LS Depth

L CW Velocity
L RSSI

L Spread
LECT

L P Depth

L BP Ref

L EC

L PW Velocity

W Flow Rate
WV Flow
W Tatal Flow

Reg 510
Reg 511
Reg 512
Reg 513
Reg 514
Reg 515
Reg 516
Reg 517

0 Level X

Q Level Y

G Depth(F)

3 Barometer

Modbus
Registers

Note: Most Modbus outputs are 16 bit Integers except for Larger Flow parameters (Flow
Rate, Flow and Total Flow) are configured as a 32 bit integer, the Flow Rate will also require
a multiplier of 0.001, and other flow parameters have a multiplier of 1.

All other parameter definitions can be found in Section 5.1.1.

The example below illustrates how the Modbus registers for 32-bit integers are represented
as two separate registers.
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(KN NN XN NN J

! SD1-12 & Modbus Channel Configuration

Reg 500 |Q@ Temperature -~ Reg 510 |Q@ Depth(F)

Reg 501 | Battery e Reg 511 |Q Barometer

Reg 502 (@ Depthill} -~

Reg 503 |Q VelocityC) Reg 513514 |V Flow Rate

Reg 504 (@ RSSIC) ~ Reg 515 516 |V Flow

Reg 505 | Spread w Reg 517518 |V Total Flow

Reg 506 507 |Q Cond(UC) ¥ Reg 519
Reg 508 509 |Q Cond(TC) ¥ Reg 520
Retum SAVE modbus
eqgisters
ra (BAW) Lrea (AVE) Flow Bate (BAW) Flow BRate (AVE) Flow (BAW) Flow (AVE) Total !
cm? cm? 1/s 1/s 1 1
{050 4050 0.0aaa 0._0aa a a
;050 4050 0.0aaa 0._0aa a a
{050 4050 0.00a 0.00a a a
{050 4055 0.00a 0.00a a a
{050 4051 0.00a 0.00a a a
{050 4050 0.aaa 0._0oaa a a
1930 4030 = 47 _1&8 471
:080 4003 70.458 718 704
{080 4080 -oug T1l.808 Z Tlg
< I
Alas | 4¢0510

1
2
3
4
E
K
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7. Click the Return button and then Exit.

B SOMIC - Starflow QSD Senic Monitoring Software - V3,25 (V25)

CONNECT SETTINGS TOOLS

QSD - Addr: 1 “

11.3. Configuring Starflow QSD Settings

The Starflow QSD Settings allow the user to modify the operation of the Starflow QSD, it
contains very important factors that are used to interpret the Starflow QSD data. To see

these options, use the following steps:

Click on the Sonic Icon.

@. Unidata StarLogV4
File Logger Window

StarlogV4
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1. When the SONIC window appears click on the Connect button.

B SOMNIC - Starflow QSD Sonic Monitoring Software - V3.25 (V23]

CONNECT JSETTINGS T100LS EXIT

2. When connected Click on Settings and then Configure QSD.

W SONIC - Starflow QSD Sonic Menitoring Software - V3.25 (V25)

CONNECT §| SETTINGS | TOOLS EXI
: Configure QSD

Configure SONIC
I

QsD Configuration Settings [ = |
UPDATE SerlNo. || SDI-12 Settings U_Sonic DEPTH Settings CW VELOCITY Settings CONDUCTIVITY Settings
QSD Settings SDI12 Addr |I| Zero resut when below MoD Zero result on RSS! fail Ref. Temp (C)
QSD Modbus Addr. U Gset (mm) Zero resuit on SPREAD fail
Low Battery (V) Pressure DEPTH Setting [1 Enable -ve freverse) VELOCITY
Cgrg:g1u2re Zero result on FAIL Enable overange limit
Show ve Depth Min Op Depth mm) [40
Water Level
e P Offset rm) [0 | Min RS (Signal) [4
Enable Barometric Ref. Max Signal Spread | 1000
Betum

Unidata Manual - 6527B and 6537A Starflow QSD User Manual 15 10 2025 Page 85



nidata Manual - Starflow QSD Model 6527B and 6537A

Settings:
Serial No. - This is not configurable

QSD Settings:

QSD Modbus Addr — This can be set between 0-254 for multiple Modbus instruments
on a single bus.

Low Battery (V) — This Voltage setting determines when the Ultrasonic sensors will no
longer be powered to take measurements. i.e., if the setting is 10.5V, then ultrasonics
will no longer take readings until the power returns to above 10.5V. The minimum value
is 8V.

SDI-12 Settings:

SDI-12 Addr. — This can be set according to how many instruments are on a single SDI-
12 bus

U.Sonic DEPTH Settings:

Zero result when below MoD - This will provide a zero-value reading if the Ultrasonic
level is below the Minimum operating depth (40mm); if not enabled, it may provide
sporadic results if the depth is too low.

U.Offset (mm) — This is the offset between the base of the unit and the Ultrasonic
sensor; this value is added to the depth above the sensor when data is recorded.
Pressure DEPTH Settings:

Zero result on FAIL - If the Pressure sensor has failed or is unable to take a reading,
the returned result will be zero.

Show -ve Depth — As the sensor is non-vented, the depth can record small negative
readings; this can be enabled to show these.

P.Offset (mm) — As the sensor is non-vented, the pressure sensor value may vary on-
site compared to when it's sent from the factory. This value allows for the offset to be
adjusted once the instrument is installed.

Enable Barometric Ref — Enable the use of the external barometric reference module

(6515)
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CW Velocity Settings:

Zero Result on RSSI Fail — If the Signal strength is poor in the water and if this setting
is enabled, the instrument will return a result of zero for velocity. Otherwise, it will return
the last known velocity when the signal was above the minimum RSSI setting.

Zero Result on Spread Fail - If the Signal quality is poor, i.e., turbulent in the water,

then if this setting is enabled, it will return a result of zero for velocity; otherwise, it will
return the last known velocity when the signal was above the minimum signal spread

setting.

Enable -ve (reverse) velocity — This will enable velocity in both directions. Usually used
in tidal flows.

Enable over range limit — The velocity can be configured for multiple ranges; if the
velocity exceeds the range, then when enabling this option, the velocity value provided is
the maximum range value (i.e., 1673 mm/s). If not enabled, the value will wrap around
and start trending down.

Min Op Depth (mm) — Minimum depth required for the velocity Ultrasonics to be
enabled (switched on)

Min RSSI (Signal) — Minimum Signal required to provide accurate readings.
Max Signal Spread — The Spread setting is used to determine how accurate the data
being reported is and if the Starflow QSD is picking up good signals or bad signals; if a

spread higher than 1000 is generated, this generally says that the data being recorded is
unreliable.
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11.3.1. Log Buffer

Open the Log Buffer window by clicking on the Log Buffer icon.
The Log Buffer window is where you set up the logger memory for recording data by
selecting what to log and how often to log it. Starflow QSD loggers have one Main buffer.

[ v StarlogV'4 Scheme Editor [Editing: 6537_1m - 63371 - Starflow Q5D ultrasonic doppler velocity, depth and conductivity] - [Log Buffer]
< File  Window

Scheme Instrument Channel Rawd MIN - Max TOT AVG  avg
Buffer : Temperature ’; I; F; r ’;
P Yo Eure =
Settings E527/6537 Starflow QSD: Battery vV v v v ¥
lﬁuffEF Name E527/6E37 Staflow OSD: USDepth W W W W W
ain Buffer
Q Log eyl E527/6537 Staflow OSD: Cwivelocy W W W W W
Instrume... || |5 min | B527/6537 Starflow 05D: RSS! V [T W+
|5“b Interval = E527/E537 Starflow 05D: Quartile 2 N R A 4
<Mone: -
G{Q B527/6537 Starflow G5D: EC.T V Vv V[ ¥
Log Size: 122 bytes
LogBuffer || |0 Time: B527/6537 Staflow BSD: PDepth - W W W [ W
2 ey IS i i £527/6537 Starflow 0SD: BF Ref VvV Vv Vv [ W
é W Lag 4byte Time Stamp B527/6537 Starflow GSD: EC V v V[ W
Events
_ B527/6537 Starlow 0SD: Pwivelaiy [ [ [ [ [
Frogram Size: 34Fkhb
@ Y — B527/6537 Starflow 0SD: Tt M
Y o B527/6537 Starflow 0SD: Tty 2 N
 Linear & Circular 5 Starflow #1: Area VT [
@% Starflow #1: Flow R ate ’; |— r r
Open [+ Auto Order Q 5 Staflowe #1: Flow V[
s tarflow #1: Total Flow V[ [ -
[ ]
o]
Save

11.3.2. Instrument Channels

The following channel logging options are available; however, some instrument channels
may not support all of them (for example, temperature cannot be totalised).

Option | Description

RAW The instantaneous value of the channel at the time of the log.

MIN The minimum of the values sampled at each scan over the log interval
MAX The maximum of the values sampled at each scan over the log interval
TOT The total of the values sampled at each scan over the log interval

The average (arithmetic mean) of the values sampled at each scan over the log

AVG .
interval
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11.3.3. Log Intervals

The Log Interval is the time between logs. At each log, all instrument channels that are
ticked will be recorded into the Log Buffer.
In the screenshot below, data will be logged every 5 minutes.

ﬁ. StarlogV4 Scheme Editor [Editing: 6337_1m - 6537L - Starflow Q5D ultrasenic doppler velocity, depth and conductivity] - [Log Buffer]
g File  Window

Scheme Instrument Channel Raw' MIN - Max TOT AWGE  avg
ﬁ@ F”ffer 3] B527/E537 Staflow QSD: Temperatue WP WP WP [ | WP
kM ain Buffe -

Settings E527/6537 Starflow A5D: Battery WV V ¥V ¥V ¥
|B“”E' Name B527/E537 Staflow0SD: US Depth WP W W W W
bd aity Butfer

Q P B527/6537 Starflow 0SD: Cwvelcity W W W W W
Instrume... |N |5 min | E527/6537 Starflow Q5D: RSSI >
|5“t' i = B527/6537 Starflow 05D Quarie ~ e
<Monexr -
@ B527/6537 Starflow 0SD: EC.T V v V[ ¥
Log Size: 122 bytes
LogBuifer ||\ o Time: B527/6537 Starflow QSD: PDepth W W W [ W
f 227 days 14:05 hmm E527/6537 Starflow QS0 BP Fef ~ R
W Log 4-byte Time Stamp B527/6537 Starflow QSD: EC V VM [ W
Events
_ EA27/E537 Staflow OSD: Pwvelacite | [ [ [ [
Pragram Size: 34Fkh
ﬂ Buffer Size (Kb TP E527/6537 Starflow QSD: Tilt WM T[T [
v Sot Size E527/6537 Starflow QSD: TitYy WMo T [
" Linear i Circular Mo Starflow #1: Area Mo [ [
@‘%. ¥ Starflows #1: Flow Rate Mo [
Open v Auto Order 4 N Starflow #1: Flow '; |— |— r |—
Mo Starflowe #71: Tokal Flow '; |— |— |—
[ ]
i
Save

The maximum log interval is limited by the scan rate. The maximum log interval is 65535
times the scan rate. For example, if you set the scan rate to 1 second, the maximum
logging interval is 65535 seconds, or 18 hours 12 minutes 15 seconds. If you want a log
interval of 1 day, you will need a scan rate of at least 2 seconds.

Instrument Channel Ordering: This defaults to Auto Order; however, you can un-tick the
checkbox and click on the Set Order button to manually set the logging order of the
channels.

Note: You should NOT select AVE values to record for Flow Rate, Flow and Total Flow
channels, as these are already processed and cannot be averaged.
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11.3.4. Saving the Scheme

@. StarlogV4 Scheme Editor [Editing: 8337_1m - 65371 - Starflow QS0 ultrasonic doppler velocity, depth and conductivity] - [Log Buffer]

g File  Window

Scheme Instrument Channel Raws MIN  Mak TOT AVGE  avg

ﬁ)@ ufler — B527/6537 Starflow QSD: Temperature W W W [ W

Settings @ TENE R B527/E537 Starflow DSD: Battery V VvV Vv ¥V ¥

Bufter Name BB27/E537 Staflow 0SD: US Depth W W W W W

Q !_h:jrn?;:: BB27/GE37 Staflow QSD: Cw Velcy W W W W W

Instrume... || |5 min - EG27/E537 Starflow QSD: RSS! ™ I I ™

vl il BN27/6E37 Staflow 0SD: Quatle W | | | W

({9 lmm_e} - E527/6537 Starflow S0 EC.T V Vv V[ W

Lagdulfer bzgm?;e}ime; 12z bates BN2T/EE37 Staflow OSD: PDepth W W W [ W

227 days 1405 hhimm E527/6537 Starflow OSD: BP Ref V VWM W

%a l? Log 4-byte Time Stamp B527/6537 Starflow O5D: EC V v V[ W

Fvents E Sakb BE27/6E37 Staflaw QSD: Pwveley [ [ [ [ [

@ BufferSize(Kb) 7125 BE27/6537 Starflaw QSD: Titx V[ T

v St Size BB27/6537 Starflaw QSD: Tity V[ T

(" Linear f+ Circular ¥, Starflow H1: Area Mo [

@‘ﬁ%‘ %5 Starflow #1: Flow Rate Mo [

v Auta Ordes 4 5, Starflow #1: Flow ~ e

%5, Starflow #1: Tokal Flow Mo [
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Sawve Scheme As

x)

+

¥

Group

Starlogh/4
1 ntiicarrmr
1 Roling
Er

\\55 10119
e, 51 2kevap
iZ] 5120128
i7) 512t
§Z| s004DwLI
i7) E0itst
i s5077ST
) esizrs
R 65360501
) csac0TET
® 6536:di
D c536ve
) £542NRT

g AISTST
AL PEDRU

File Mame Starflow

Starlogh/d

New Group

Cancel

Save
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To save your scheme,
click the Save icon.

If you’ve saved your
scheme before it will
immediately save it. If
you’ve never saved the
scheme before, the dialog
shown below will appear.
You can get the same
dialog at any time by
selecting Save Scheme
as from the File menu.

Enter the scheme name
in the File Name field.
There is a maximum
length of eight characters.

The New Group button
allows you to create sub-
folders of schemes.
Groups may be created
inside groups, too.
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12.PROGRAMMING STARFLOW QSD

Loggers are programmed from the main screen by clicking on the Program icon, shown to
the right. You will be asked to confirm before the programming proceeds:

) Unidata StarLogh/d
Eile Logger Window

Starlogy 4
T

Select

¢

Program

AlLOG DATA in Q50 will be lost >

Ch\StarlogVaschemes\Starflow OS50 Loggere537_1m.LDR

Clicking OK will program the new scheme.

If all goes well, a Logger successfully reprogrammed message will appear. Click OK to
close the progress window.

X

SCHEME - Loaded
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13.TEST MODE

Test Mode is used to check the status of the logger and to monitor its logging progress.

To enter Test Mode, click on the Test Mode icon. A window like the following will appear:

D Unidata StarLogVd
File Logger Window
Starlog¥4

) A€
a =

Program

S
T E
2
§F

INC Unload

2]

View Data

o

Test Made

EP SONIC - Starflow QSD Senic Monitering Software - V3.25 (V25) — [m] *®

_ Time Temperature [RAW) Temperature [MIN) Temperature [MAX) Temperature (AVG)  Battery(RAW]  Battery(M:
QSD - Addr: 1 Timestamped degC degC degC v
13:40:00 [ 11.93 11.93
- 13 11.93 11.93
Model: QSDREV2_24759 13 11.33 11.53
Serial #: 371111 13- 11.93 11.93

ExtFlash: 8192 KB
DatefTime: 20/01/23 13:59:03 S v
Auto Refresh: Os
Temperature: 25.0°C
Battery: 11.93 Volis
Depth(U): 0 mm
Velocity(C): 0 mmis
RSSI(C): 0
Spread: 222
Cond(UC): 0 uS/cm
Cond(TC): 0 uS/cm
Level X: 5°
Level Y: -2°
Depth{P): 10183 mm
Barometer: 0 mm

Scheme: 6537_1m
First Log: 20/01/23 12:35:00
Last Log: 20/01/23 13:55:00
Scan Rate: 60s
Log Interval: 300 s
Log Size: 122 bytes
Log Record: 2074 bytes
Temperature: 25.0 degC
Battery: 1193V
US Depth: 0 mm
CW Velocity: 0 mmis
RSSI: 0
Quartile: 222
EC.T: 0 uSlem
P Depth: 10183 mm
BP Ref: 0 mm v
< > Show LOGS
OWB-Fault

Using COM7 - 9600 8-N-1 via RS-485
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The Scheme shows the name of the scheme that has been programmed into the logger.
The scheme logging parameters can be checked as highlighted below, on the right side of

the screen, live logged data can be viewed.

13.1.

Scheme Channels

EP SOMIC - Starflow QSD Sonic Monitering Software - V3,25 (V25)

AU TTCTeS
Temperature:
Battery:
Depth(U):
Velocity(C):
RSSI(C):
Spread:
Cond(UC):
Cond(TC):
Level X:
Level Y:
Depth(P):
Barometer

o
25.0°C
11.93 Volts
0 mm

0 mmi/s

0

190

0 uSfcm

0 uSfcm
5-

-1

10182 mm
0 mm

20/01/23

<

Time

Temperature (RAW) Temperature [MIN) Temperature (MAX) Temperature (AVE)
Timestarped

Battery (M

11.93
11.33
11.53
11.53

Scheme:
First Log:
Last Log:

Scan Rate:
Log Interval:
Log Size:
Log Record:
Temperature:
Battery:

US Depth:
CW Velocity:
RSSI:
Quartile:
ECT:

P Depth:

BP Ref:

EC:

PW Velocity:
Tilt X:

Tilt Y:

Area:

Flow Rate:
Flow:

<

6537 _1m
20/01/23 12:35:00
20/01/23 14:25:00
60s

300s

122 bytes
2806 bytes
25.0 degC
11.93v

0 mm

0 mmis

0

190

0 uSfem
10182 mm
0 mm

0 uSfcm

0 mmis

5 deg

-1 deg
12501 em?
0.000 Vs
o1

—TetalFlow._0J

OWB-Fault

Using COM7 - 9600 8-N-1 via RS-485

[ Show LOGS

The Scheme Channels display the current readings of the instruments connected to the

logger; these will update according to the scan rate that has been set.
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14.UNLOADING DATA FROM LOGGERS

Once you've had your logger operating for a while, it will have recorded some data.
Unloading is the action of copying the data stored in the data logger into a CSV (comma-
separated value) file on your computer.

CSYV files can be directly opened in Excel and are also a common format supported by other
software, Hydsys.

Unloaded CSV data files are stored in a scheme sub-folder of the folder specified by the
Data Path option for Version 4 schemes.

To unload logged data from your data logger to your PC, click on the
Full Unload icon (shown to the right). The following window will
appear:

Full Unload: This unloads all the data available on the logger into a new
CSV file.

ﬁ. Unidata StarLogyd
File  Logger Window

Starlog¥4 |
elect

5

¢

Program

IMC Unload
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QSD - Addr- 1 ~ |Date Time Temperature (RAW) Temperature (MIN) Temperature (MAX) Temperature (AVG)  Battery(RAW)  Battery (M
= LoG Timestamped degC degC degC degC v
20701723 15:50:00 25.0 25.0 25.2 25.0 11.93 11.93
. V2 24~ 20701723 15:55:00 25.0 25.0 25.0 25.0 11.93 11.93
S:'“‘:'; ?P]‘L LY 20/01/23 1€:00:00 25.0 25.0 25.0 25.0 11.93 11.93
nial B 20/01/23 1€:05:00 25.0 25.0 25.0 25.0 11.93 11.93

ExtFlash: 8192 KB
DatefTime: 20/01/23 16:08:40 & v
Auto Refresh: Os
Temperature: 25.0°C
Battery: 11.93 Volts
Depth(U): 0 mm
Velocity(C): 0 mm/s
RSSI(C): 0
Spread: 277
Cond(UC): 0 uSicm
Cond(TC): 0 uSfcm
Level X: 6~
Level Y: -1~
Depth(P): 10174 mm
Barometer: 0 mm

Scheme: 6537_1m x
First Log: 20/01/23 12:35:00
Last Log: 20/01/23 16:05:00

Scan Rate: 60 s Saved 43 records - From 20/01/23 12:35:00 -to- 20/01/23 16:05:00 in
Log Interval: 300 s ChStarlogVA\DATA\Starflow QSD Loggeri6537_1m\Main
P Buffer\6537_1m_04.csv
Log Size: 122 bytes
Log Record: 5246 bytes
Temperature: 25.0 degC
Battery: 11.93V o]
US Depth: 0 mm
CW Velocity: 0 mm/s
RSSl: 0
Quartile: 277
EC.T: 0 uSfcm
P Depth: 10174 mm
BP Ref: 0 mm hd
< > [~] Show LOGS

OWB-Fault
I 371111 sfd Contains 43 records from 20/01/23 12:35:00 -te- 20/01/23 16-05-00 I
Using COM7 - 9600 8-N-1 via R5-485

_ Saved 43 records - From 20/01/23 12:35:00 4o- 20/01/23 16:05:00 in C:\StarlegVA\DATA\Starflow QSD Logger\6537_Im\Main Buffes
e

Incremental Unload: This unloads all data logged since the last time you unloaded the
logger. If you've never unloaded the logger since you programmed it, this will be a Full
Unload.

ﬁ. Unidata StarLogV'd
File Logger Window
Starlogv4

INC Unload

Unidata Manual - 6527B and 6537A Starflow QSD User Manual 15 10 2025 Page 96



nidata Manual - Starflow QSD Model 6527B and 6537A

200000 OOS

When complete, the newly unloaded data will be added to the data file location where the

software has been installed.

» This PC » Windows (C:) » StarlogVd » Data » Starflow Q5D Logger » 6337_1m » Main Buffer

A
Name Date modified

B 6537_1m_Dl.csv
9] 6537_1m_D2.csv
B3] 6537_1m_D3.csv
B3] 6537_1m_Dd.csv
B 6537_1m_D5.csv
] 371111.58d

34:08 PM
31 PM

You can view a CSV file by double-clicking on it, in the list.

Unidata Manual - 6527B and 6537A Starflow QSD User Manual 15 10 2025

Type

Microsoft Excel C...
Microsoft Excel C...
Microsoft Excel C...
Microsoft Excel C...

Microsoft Excel C...

SFD File

1,238 KB
1,236 KB
AT KE
KB
144 KB
108 KB
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15.VIEWING DATA

Starlog V4 is not data processing software. We recommend that you use Hydsys, or similar
to process data. The data viewer is for functional testing only.

To view data that you have previously unloaded, click the View Data
icon (shown to the right). The following window will appear: @

View Daka

S5 STARFLOW
=147 Main Buffer
4 STARFLOW_2008Junt6_01.C5Y

B L

Initially, only the Source Data File tab is available. This is where you select the data you
want to view.

15.1. Starlog V4 (*.CSV) Files

These files are grouped by the scheme.

The following screenshot shows that there is a scheme called Starflow QSD, which has
available data from its Main Buffer, and the only data file available is a file called
STARFLOW QSD_2008Jun16.CSV.

225 STARFLOW
—-I.. ) Main Buffer
A STARFLOW_2008Jun16_01.C5Y

S

15.2. Viewing the Data File

Once you've located the data file you want to view, there are several ways to open it:

Double-click on it to open it using the Open with Daka Yiewer
Starlog V4 built-in Data Viewer. Right-click Open with Motepad

on it to open a context menu: Open with Excel

The “Open with” options are described Send To g
below. The Send To, Copy, Delete, and Copy

Open containing folder are all handled the Delete

same as when you right-click on a file in Open containing Folder

the standard Windows file Explorer.
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15.2.1. Graph View

The default mode for viewing your data is Graph View. This shows a zoomable graph on
the left and individually selectable channels on the right. Untick or tick channels to hide or
show them. The legend may be moved by dragging it to a new position.

The graph is zoomable by clicking and dragging out the rectangular area you want to zoom
in on. Reset the zoom by right-clicking on the graph. The zoom level is also reset when you
make a change to the visibility of any channel. The example below has the Battery channel
turned off, leaving the Internal Temp:

B loaded: C :\Program Files\StarlogV4\Data\S TARFLOW\Main Buffer\STARFLOW_2008Jun16_01.CSV.

TextView GiraphView | Source DataFie |

- CidProgram Files\StarlogV4\DatalSTARFLOW\Main BufferlSTARFLOW_2008.Jun16_01.CSV ] DepthiAVG)
L B e e e L e e B e s e B e L s

HEEEEE

AW]
otal Flow(Fidiw)

o ]

2 </l — Depth(#V0) ]
&= — Welocity(AWG)
Temperature(AVG)
Flow Rate (RA)
[ — Flow(RAW)
= Total Flow(RAW)
P T T TS S S S S S R
1403 T445 TEAT T3:49 TE50 452 TE54
16/06 16706 16106 16106 16/06 16/06 16/06

447 16406, 14.638

When you hover your mouse over the graph, the time of the log of the data you’re hovering
over is shown at the bottom left, next to the scrollbar.

15.2.2. Table View

The Table View shows your logged data in a tabular form. The column widths are
adjustable by dragging the divider between them. Use the scroll bar to select the data to
view.

P

Data Start 2040172023 -

[rate Time | Temperature(R. .. | Temperature(tl... | Temperature(M... | Temperaturels. .. | B attery(Raw] |
20/01/2023 41, 25 28 28 28 11.93
20/01/202341... 25 28 28 28 11.93
20/01/2023 4:2.. 25 28 28 28 11.93
20/01/2023 4:2.. 25 28 28 28 11.93
20/01/2023 4:3.. 25 247 28 24.9 11.93
20/01/2023 4:3.. 25 247 28 24.9 11.93
20/01/2023 44, 247 247 28 247 11.93
20/01/2023 44, 247 247 247 247 11.93
2040172023 45, 247 247 247 247 11.93
20/01/2023 4:5.. 247 247 247 247 11.93
20/01/2023 80, 247 247 247 247 11.93
20/01/2023 80, 247 247 247 247 11.93
20/01/2023 81, 247 247 247 247 11.93
20/01/2023 81, 247 247 247 247 11.93
20/01/20238:2.. 247 247 247 247 11.93
20001/2023 5.2, 247 247 247 247 11.93
20/01/2023 53 247 245 247 24.6 11.93
20/01/2023 53 247 247 247 247 11.93
20/01/20235:4.. 245 245 247 24.6 11.93
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15.2.3. Opening with Notepad

Opening your data file in Notepad can be useful if you suspect some file corruption.

Notepad doesn't try to interpret the data, so you can scan through it and manually correct

any anomalies.

B STARFLOW_2008Jun16_01.C5V - Notepad
File Edit Format

, Mmm, mmss,

16,/06/2008
16,/06,/2008
16,/06/2008
16,/06/2008
16,/06/2008
16,/06/2008
16,/06/2008
16,/06/2008
16,/06/2008
16,/06/2008
16,/06/2008
16,/06,/2008
16,/06/2008
16,/06/2008
16,/06,/2008
16,/06/2008
16,/06/2008

£

Pod Pt Pt Pod Pt Pod Pod Pk Pod Pod Podd Pod Pod ot T Tl

Yiew Help

degcC,

143

143
;00
(10
P20
130
240
144
100
;1o
120
130
240
T
146
;10
A

144
244
144
144
44

o
145
o
145
45

48

140

50

50

50
on

20

1=,
PM,
PM,
PM,
PM,
PM,
PM,
PM,
PM,
PM,
PM,
PM,
PM,
PM,
PM,
PM,
PM,
PM,

L ]
- a1

2 2 rd g g B Bl el Pl Pl Bl P Bl P Bl P
Loy I

15,
19.
15,
15,
159,
15,
15.
LG
15

20.
20.
20.
20.
20.
20.
20.
20.

52,
59,
59,
50,
95,
55,
G5,
58,

.98,

0z,
s,
08,
08,
15,
22,
28,
35,

KT KT [y K T K T B o B o B o B o [ 2

. 000,
.000,
. 000,
. 000,
. 000,
. 000,
. 000,
. 000,
. 000,
. 000,
. 000,
.000,
. 000,
. 000,
.000,
. 000,
. 000,

BN[(=1[E

Time, Depthiavi), welocity(AvG), Temperature(awviz),

[l ]

KT KT I K C K C T O e o B L B [

KT KT I K C K C T C e o B o B L [ [

15.2.4. Opening with Excel

Opening your data in Excel gives you a lot more power to display, format, print, and analyse
your data. When opened in Excel, two sheets are created; the first one is for viewing the
data in a tabular format:

A

B

5 STARFLOW_2008Jun16_01.xls

c

o]

E

F

G

H

EEX

Time

16-06-058 14:43:40
16-06-058 14:43:50
16-06-058 14:44:00
16-06-058 14:44:10
16-06-058 14:44:20
16-06-05 14:44:30
16-06-058 14:44:40
16-06-058 14:44:50
16-06-058 14:45:00
16-06-058 14:45:10
16-06-058 14:45:20
16-06-05 14:45:30
16-06-058 14:45:40
16-06-05 14:45:50
16-06-05 14:46:00
16-06-058 14:46:10

||| e (LD RO =D

1

[}

mm

mm/és

SR R SR R R R R R R R R R R R

1

o g v e e e e e e e e e e e e e |

a

degC
19.82
19.89
19.89
19.89
19.95
19.95
19.95
19.98
19.98
20.02
20.05
20.08
20.08
2015
2022
2028

Ifs

M 4 » i\ STARFLOW_2008Junlf_01_Chart ' STARFLOY|<

o R e e e e e e e e e e e e e e e |

o R e e e e e e e e e e e e e e e |

o R e e e e e e e e e e e e e e e |

-
Depth(AY Yelocity(4 Temperaty Flow Rate Flow(RAY Total Flow(RAWY) E
|

There is also a second sheet called “filename_Chart” that displays the data as a graph:
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Chart Area
Depth(AVG)

— Velocity(AVG)
Temperature{AVG)

—— Flow Rate(RAW)

—— Flow(R&W)

—— Total Flow(RAVY)

0
16-06-08 16-06-08 16-06-08 16-06-08 16-06-08 16-06-08 16-06-08 16-06-08 16-06-08 16-06-08
14:42:43 14:44:10 14:45:36 14:47:02 14:48:29 14:49:55 14:51:22 14:52:48 14:54:14 14:55:41
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16.POWER FAILURE

The Starflow QSD has an internal capacitor that allows for 4 hours of a power outage.
This will allow the internal clock to keep operating for this period of time, but logging will
stop.

If the Starflow QSD has been programmed with a scheme and has been operating and
logging data for longer than 1 hour prior to a power outage, then if there is a power
outage for 4 hours or less this will allow the unit to continue logging data with the correct
date and time once the power has been restored. This will be shown in the data with a
data line of zeroes to show that there was a power outage. The 4 hours will allow for
changing site location or if changing batteries.

02/12/22  15:40:40,26.4,26.4,26.4,26.4,13.03,13.03,13.03,13.
02/12/22  15: 49 45,26.4,26.4,26.4,26.4,13

g, e,
,358,358,358,:

¢l
02/12/22  15:43: 1@ 26 2,26.2,26.2,26.2,13.00,13.00,13.00,13.00,0,0,0,0,0,0,0,0,0,0,0,0, 35
02/12/22  15:43:15.26.2.26.2.26.2,26.2,13.80,13.08,13.00,13.00,0,0,0.0.0.0,0.0.8.0,0,0,333, 333,333,333,
02/12/22  15:43:20,26.2,26.2,26.2,26.2,13.00,13.00,13.00,13.00,0,0,0,0,0,0,0,0,0,0,0,0,335,335,335, 335,
82/12/22  15:43:25,26.4,26.4,26.4,26.4,13.00,13.00,13.00,13.00,0,0,0,0,0,0,0,0,0,0,0,0,370,370,370, 370,

When the power has been off for a period longer than 4 hours, i.e., a solar power failure,
the clock time will be lost and will show a date of 01/01/1970 if power is re-applied. The
data will then continue to log correctly, but the date will be incorrect but will still allow
data to be captured, especially if there are any significant flow events.

14/81/23  18:20:00,27.7,27.7,27.7,27.7,11.93,11.93,11.93,59.65,11.93,
14/01/23  18:25:00,27.7,27.7,27.7,27.7,11.93,11.93,11.93,59.65,11.93,
18:30:00,27.7,27.7,27.7,27.7,11.93,11.93,11.93,59.65,11.93,
18:35:00,27.7,27.7,27.7,27.7,11.93,11.93,11.93,59.65,11.93,
00:05:00,24.2,24.0,24.2,24.8,11.93,11.93,11.93,59.65,11.93,
00:10:00,24.0,24.0,24.2,24.1,11.93,11.93,11.93,59.65,11.93,
Blfﬂlf?a 80:15:00,24.2,24.2,24.2,24.2,11.93,11.93,11.93,59.65,11.93,
@1/01/70  ©00:20:00,24.2,24.2,24.2,24.2,11.93,11.93,11.93,59.65,11.93,
@1/01/76  ©0:25:00,24.2,24.2,24.5,24.2,11.93,11.93,11.93,59.65,11.93,
81/01/70  00:38:00,24.2,24.2,24.5,24.2,11.93,11.93,11.93,59.65,11.93,
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17.DIAGNOSTICS

Diagnostics are accessed from the main Starlog V4 window by e
selecting the Diagnostics tab on the left toolbar. Please see the mg‘bJ
screenshot to the right.

Diagnostics provides several functions to assist you with various
problems you may encounter using data loggers. Each function is
explained below:

171. Velocity Trace
This facility helps you to learn more about using Starflow QSD for flow
measurement. It lets you look at the velocity data the Starflow QSD is I_L
recording and experiment with ways of improving the signal. Yelacity

Trace

This program displays as a histogram the velocities collected during each measuring cycle. It
lets you observe the “shape” of the signal and review a “mean” velocity calculated in several
ways. Using this, you may carry out tests and experiments in various flow environments.

e :
CONNECT SETTINGS TOOLS EXIT

SONFLO Spectrum B

\

0.0 : 05 10 15 20 24 29 34 39 44 459 54 59 63 68 73 78

Running > Retum

Temp Batt DepthjCW-Vel RSSI Sprea.d.IE.C. PW-Vel RSSI
00267 01485 00167 j00126 00134 00006 POOOO 00000 00000

Using COMS - 115200 8-N-1 via RS-485
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17.2. Velocity Histograms

The Velocity Histograms that you will see by using Velocity Trace from the Control Panel are
the Starflow QSD’s view of the channel. It is the composite of a range of factors, including
both characteristics of the equipment, the sampling method, and the velocity dynamics within
the channel. The following statistics are computed from the range of Doppler shifts
measured for each cycle.

CW-Vel Median:

The computed median of all the Doppler shifts detected, measured in mm/sec. This is the
value presently logged.

Spread:

A ratio of the width of the peak to the height. This can provide an indication of the “quality” of
the histogram. 10% to 80% are typical values. A transducer buried in the sand will give a
large value.

Maximum:

The Doppler shift of the peak of the histogram, in mm/s, is indicated by the green line.

The screen will cycle, refreshing the plot and summaries each time a new set of samples are
acquired.

The following examples are shown as you would see them on your screen.

An ideal signal, when presented as
a histogram, appears as a
symmetrical peak. The x-axis
represents the velocity in mm/sec.
The y-axis indicates the relative _
number of times a particular velocity : : pestwilbeseento
has been received. The i :
approximate “centre” of this peak is
the value of the velocity we are
looking for, as it will be the mean of | _
all the echoes received. T s e =

| Omms

As the velocity changes, the peak
will be seen to move back and forth
along the x-axis.

being measured with each reading. The narrowest
of peaks would be obtained in the ideal conditions
of perfectly laminar, tranquil flows in water with an
Note: The Velocity Trace does not  eyen distribution of reflective particles. These

indicate Flow Direction, only Velocity would still be 50—100 mm/sec wide and would
magnitUde. The width of the peak appear as above.

indicates that a range of velocities is
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In fast turbulent water, the peak can be
500 mm/sec or wider because of the
range of velocities present in eddies
and swirls. The following histogram is
typical.

/; 0 mm's 1000

‘ | |I||||
2000

3000

17.3. Inherent Factors in Doppler Histograms

The width and shape of the peak displayed are
caused by a range of factors, all of which are
measured by the Doppler as a frequency shift.

Some of these factors are inherent in the method.

In flowing channels, there is always a range of
different velocities present, but even in “perfect”
conditions, with all water flowing at the same
velocity, the histogram displayed will still have a
characteristic “skinny bell” shape.

This is a composite of a variety of effects related to
using Dopplers to measure water velocity in
streams.

WELOCITY

17.4. Varying Angles as Particles Pass through the Main Beam

The acoustic beam
has a width or
spread, of about 3°.
The centreline of the
beam is aligned at

30° above horizontal
STARFLOW

deesseesessssssms Flow

d

C
s

o

as a particle passes | TN
horizontally through.

Varying angle of beam
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The Doppler shift measured is the velocity component B
along the line between the particle and the transmitter, T
so this changes by 5% as the particle traverses the |
beam. Fl
Py
f \
C II'III Il'ul "ﬂ"'
SR
WELOCITY
17.5. Measuring Errors Due To “Signal Noise”

“Signal Noise” is a convenient term used to classify any Doppler shifts that cannot be
explained as legitimate measurements of water velocity. The Starflow QSD measures tiny
signals echoed back from small particles along a path scattered with many other particles, all
in motion. The returned signals are sometimes echoes of echoes, vague and ambiguous
and can be misinterpreted by the measuring circuits resulting in an incorrect Doppler shift.

These result in frequency shifts being measured that are outside the range of velocities
expected. They can represent several percent of measurements in a scan but are typically
widely distributed. They are usually statistically irrelevant because of the signal analysis
techniques used to define the median.

-

SIGMNAL MOISE

\

IJI'hnLLIuItLLILI_._IJ__I-_du_.uluh_u.-_|_||_'|_|_||i_|:huMmIJ|ln'_J'||I_ﬂllu_:|._| ]

0 mms 1000 2000 2000 A000) E000 S000 |
_)

17.6. Channel Characteristics Affecting the Signal

All signals are affected by the factors discussed above. Additional factors related to channel
and flow characteristics can influence the measured velocity. These result in a widening of
the histogram base because of the broader spread of Doppler shifts measured.
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In a channel with laminar flows, the shape of the peak remains symmetrical. If other factors
disturb the velocity profiles within the field of view of the Starflow QSD, the histogram may
become distorted. This may introduce a bias to the computed velocity.

If the shape of the histogram is the same from cycle to cycle, then it represents the Starflow
QSD view of the channel and not some transient aberration. Hydrographers must decide if
this represents a valid velocity measurement or if the site is unsuitable.

17.7. The Nature and Location of the “Reflectors” in the Water

The Starflow QSD measures echoed Doppler shifts from anything acoustically reflective in
the signal beam. It cannot discriminate where the echo is coming from, and the bigger,
closer reflectors will generate a stronger signal than smaller or more distant reflectors.

Reflectors can include:

. All types of particles in suspension.

° Alluvial saltation loads such as sand, pebbles and rocks moving at or near the bed.
. Leaves, sticks, and organic material.

. Surface waves from wind or velocity.

o Bubbles and entrapped air pockets.

During the time it takes to traverse the signal beam, a particularly good reflector can be
measured 100 or more times. The velocity of this reflector may bias or dominate one
velocity measurement. This will tend to be averaged out during the logging period if it only
happens occasionally.

If it happens consistently, it is a site characteristic. The relevance of this to the mean
channel velocity will need to be understood and compensated for in processing.
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17.8. Velocity Variations Due to Cross-Section Changes

If changes to the channel cross section introduce different velocity regimes within the view of
the Starflow QSD, the histogram is distorted. At low flows in clean streams, the beam can be
reflected for some distance and “see” unexpected velocities from some distance away.

Surface A B

M

Water Flow

— ——

Starflow QSD

Example 1 : Velocity accelerating around rock

Surface A B
Water Flow
——_ ——
Starflow QSD

Example 2 : Velocity variations at culvert exit
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=

Higher velocities could also be seen
at localised parts of the channel
where water accelerates around
obstacles or still carries the effects of
upstream higher velocities.

5000 6000

17.9. Measuring Unexpected Velocities

In some cases, signals are from the wrong targets. A waving weed, aquatic animals, a
strong stationary reflector in the bed, slow-moving saltation targets or ripples on the surface
can all produce Doppler shifts that are not directly related to the water velocity.

The “field of view” of the Starflow QSD can extend for at least 5m along the beam in clean
water and reduces as the sediment load of the stream increases.

Surface .Y

A I

Water Flow ll / \

)

—
/

Velocity Profile

Starflow altation Loa

The beam can reflect from the surface underside and can detect different velocities than
those expected. This results in a distorted peak, or a double or multiple peaks in some
situations, the composite of all velocities seen along the path. Such sites may be unsuitable

for the Starflow QSD as the flow is not laminar.
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VELOCITYPROFILE A
’ﬁ% COMPOSITE DISPLAY
WEEDS /| |
sataion f (1 | Y
Loap  f ; I'=. oy
IROCHK /] \
#\ / \ (I,  WINDRIPPLES
N WA
\_:Dmm's 1000 2000 3000 4000 5000 :li‘zitill:lfj’2
17.10. Measuring Turbulent Velocities

In higher bed slope streams, wide and multiple peaks may be displayed because of the
complex moving landscape presented to the Starflow QSD. The fact that many repeats of
similar velocity histograms are seen indicates that the different velocity components seen
are valid. How to interpret such signals is the issue.

Surface Standing Waves (A)

|II|
|
|||
\
.f"

Water Flow

L |
|

;-., Starflow QsSD
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COMPOSITE DISPLAY

C+ANDC- ARE PULSES
INCDUETOWANDER
INFLOWLIMNES

1000 2000 3000 4000 5000

Effects of Surface Ripples

Starflow

In shallow water, the presence of ripples or small waves on the surface can cause
complications. The ripples may be caused by wind or be a feature of the channel caused by
obstructions in the channel or by irregularities on the bank. Ripples will be moving at a
different velocity to the water.

Surface Ripples

In shallow and clean water, the Starflow QSD can clearly see the surface. As the ripples
move, they present a varying effect on the Doppler signal. At times, the ripples will be
positioned so that the carrier reflects away from the Starflow QSD. A minor signal is
detected, but many more signals are detected from the water, and a correct velocity is
measured.

Bed
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When the ripples move slightly, one can become positioned such that it becomes an
“acoustic mirror”, reflecting back a powerful signal and dominating the signals from the
channel. The median velocity will be biased toward the ripple velocity and will be incorrect.

N Rippla veloeity

| | Watarvaloctty

| =0 mmy's 100 2200 300 400 500 w00 |

In practice, a series of histograms in such a situation will move back and forth between the
two extreme conditions, logging an average that is not the correct velocity. At some sites,
ripples will be a characteristic at certain levels. Positioning and orienting the Starflow QSD
so that it does not point directly into a “mirror” ripple face is the best prevention.

17.12. Measuring Flows in Very Small Channels

The Starflow QSD can be installed in channels as narrow as 75mm. It can measure
minimum velocities to 21mm/second in depths as low as 40mm. This flow rate is well below
the measuring ability of most instruments, flumes, or weirs. However, the Starflow QSD may
struggle to operate correctly in these extreme conditions. The following conditions may be

seen.

. The RSSI will be reduced. As velocities slow, it takes the Starflow QSD longer to
measure each Doppler shift. At shallow depths, the volume of water from which to acquire
signals is reduced. These factors combine to mean the Starflow QSD will generally not be
able to acquire good RSSI within the time allowed in a cycle. However, unless the water is
extremely clean, it will normally acquire enough signals for a sensible result.

. There will be an increase in the “signal noise”. Because of the difficult environment,
there will be an increase in very high-velocity signals. This can bias most Doppler data
beyond the ability of the signal analysis process to extract meaningful velocities.
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17.13. Velocities Too Slow to Measure

When velocities fall below the minimum level the Doppler can measure (21mm/sec), signals
are not processed. However, under certain conditions, the signal noise is processed, a
messy signal is interpreted and a higher velocity results. Usually, the processed spread is
too large. Using the filter will prevent most of these signals.

.

et

|
I

& 3 200 B00 400 (500 600

[=]
:
=
g

Legitimate velocity - some noise

-~

|||| .||| | I
A00

k:l:lm.% 200 200 400 500 5600

Velocity is too slow - only noise remains.
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17.14. Measuring Velocities in Very Shallow Water

Poor quality velocity data will result if the water becomes so shallow that the top of the

transducer's eyes comes out of the water. A configuration setting can be used to switch off
the velocity operation of the Starflow QSD when the measured depth is so shallow that the
eyes are exposed. The Velocity Trace display will be similar to that for very slow velocities.

The ultrasonic depth transducer will only measure depths that are 40mm above the
ultrasonic eye, and the pressure transducer will measure down to Omm. If it is important that
these very low flows be measured, then the Starflow QSD can be fitted into a narrow
channel or recessed into the bed such that all the Starflow QSD is underwater whenever
flow occurs.

17.15. Interference to the Transducers

It is inevitable that bed-mounted instruments will become layered with silt or algae. They
may sometimes be affected by siltation or debris. The following effects have been noticed.

17.15.1. Silt, Algae and Other Soft, Saturated Materials

When covering the transducers with a 1-2mm thick layer, they appear to have little effect on
the signals logged. Provided the material is flexible and saturated, the ultrasonic signals can
be transmitted and received through it.

17.15.2. Burying the Transducer in Sand

Part-buried sensors continue to

operate. Provided some parts Starflow
of both velocity sensors are _ __—-—" S
above the sand level, the
velocity recorded is the same
?

as if the sensor was clear. Starflow : -

Completely buried sensors result in the signal collapsing. The signal does not appear to
escape from beneath the sand to interrogate the water above.

The following histogram is typically seen.
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17.15.2.1. Debris on the Sensors

A similar effect to saltation can result from leaves
and fine debris covering the sensors.

If the sensors are partly clear, the recording is not
affected. However, one leaf lying across the two
velocity sensors is enough to corrupt the signals
and produce the type of histogram produced from

a buried sensor.

17.15.2.2. Disruption of the Flow Pattern by Debris
Larger debris in the vicinity may affect the logged values by changing the velocity distribution
in the field of view of the sensor.

Surface

Water Flow
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The flow distribution in the channel may no longer be laminar, and the relationship between
the logged and mean channel velocity may be distorted.

SONFLO Spectrum

0.0 " 05 1.0 1.5 2.0 2.4 2.9 34 3.9 4.4 4.9

.| e

Temp Batt Depth CW-Vel RSSTI Spread E.C. PW-Vel RSST
00269 01491 00106 00242 00124 00057 00000 00000 00000

17.15.2.3. Blocking of the Signal Paths by Objects

One strategically placed solid object,

such as a rock, stick or other

acoustically opaque material, may

block the path to either sensor, 0 100 200 300 400 500 600
blanketing any signals. Zero signals
will be dominant; however, those

SURFACE

below 20 mm/sec. are discarded. The W
histogram will be distorted and have

a characteristic vertical face at 20 STARFLOW
mm/sec.

Unidata Manual - 6527B and 6537A Starflow QSD User Manual 15 10 2025 Page 116



nidata Manual - Starflow QSD Model 6527B and 6537A

200000 OOS

17.16. Initialise

The Initialise function will conduct a memory reset on the logger unit, erasing all logged
memory. The scheme will need to be re-loaded.

TEWARNING™ *

All LOG DATA in Q50 will be last

v

Initialise Cancel

17.17. Configure

The configure function allows direct access to the settings, which is described in section
11.3

¢

Configure
EP SONIC - Starflow QSD Sonic Menitoring Software - V3,25 (V25) — O X
QSD - Addr: 1 -

Model: QSDREV2_24759
Serial # 371111
ExtFlash: 8192 KB
Date/Time: 23/01/23 16:18:28
Auto Refresh: Os
Temperature: 24 5°C
Battery: 11.93 Volts
Depth(U): 0 mm
Velocity(C): D mmis
RSSI(C): 0
Spread: 254
Cond(UC): 0 uSicm
Cond(TC): 0 uSicm
Level X: 57
Level Y- -2~
Depth(P): 10184 mm
Barometer: 0 mm

Scheme: 6537_1m
First Log: 01/01/70 00:00:00
Last Log: 01/01/70 00:00:00
Scan Rate: 60s
Log Interval: 300 s
Log Size: 122 bytes
Log Record: 0 bytes
Temperature: 0.0 degC
Battery- 0.00V
US Depth: 0 mm
CW Velocity: 0 mm/s
RSSI: 0
Quartile: 0
EC.T: 0 uS/em
P Depth: 0 mm
BP Ref: 0 mm A
< > Show LOGS
OWB-Fault

Using COM7 - 9600 8-N-1 via RS-485
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17.18. Upgrade Firmware

The Upgrade Firmware function allows you to upgrade the internal

firmware of the Starflow QSD logger. @
Upgrade
Firrnware

Upgrade Firmware: Click to upgrade. You will then need to select the file, which will only be
provided by the Unidata support team. When the firmware file is selected, the software will
advise that all data that is on the logger will be erased. The Upgrade will then begin and
advise when completed.

AllLOG DATA in QS0 will be lost X

ChUsersic.barnes\Desktop'\Starflow
Q5DnO50D_REVZ W24 _MINOR_RELEASE.seb

Cancel

QSD - Addr: 1 &

Model: QSDREVZ_24759
| Serial #: 371111
| ExtFlash: 8192 KB
Date/Time: 23/01/23 15:37:39
Auto Refresh: Os
Temperature: 0.0°C
Battery: 0.00 Volts
Depth{U): 0 mm
Velocity(C): 0 mm/s
RSSI(C): O
Spread: 0
Cond{(UC): 0 uSlcm
Cond(TC): 0 uSicm
Level X: 0~
LevelY: 0~
Depth(P): 0 mm
Barometer: 0 mm

Scheme: 6537_1m
First Log: 01/01/70 00:00:00
Last Log: 01/01/70 00:00:00
Scan Rate: 60s
Log Interval: 300 =
Log Size: 122 bytes
Log Record: 0 bytes
Temperature: 0.0 degC
Battery: 0.00V
US Depth: 0 mm
CW Velocity: 0 mmis X
RSSI: 0
Quartile: 0
EC.T- 0 uS/cm FIRMWARE UPDATE - Completed
P Depth: 0 mm
BP Ref: 0 mm hd

< > | & Show LOGS

Using - C-\Users\c bames\Deskiop\Starflow QSD\ASD_REV2_V24_MINOR_RELFASE seb

Using COM7 - 9600 8-N-1 via RS-485
FIRMWARE UPDATE - Completed
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